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FIRST CHANGE
[bookmark: _Toc11137286] 6.3.11	CHF discovery and selection
The CHF discovery and selection function is supported by the SMF and the PCF. It is used by the SMF to select a CHF that manages the online charging or offline charging for a PDU Session of a subscriber. It is used by the PCF to select a CHF that manages the spending limits for a PDU Session of a subscriber.
For the PCF selection of CHF, the address(es) of the CHF, including the Primary CHF address and the Secondary CHF address, may be:
-	stored in the UDR as part of the PDU Session policy control subscription information as defined in clause 6.2.1.3 of TS 23.503 [45].
-	locally configured in the PCF based on operator policies.
-	discovered using NRF as described in in clause 6.1 of TS 32.290 [67].
[bookmark: _GoBack]The CHF address(es) retrieved from the UDR takes precendence over the locally configured CHF address(es) and the CHF address(es) discoverred by the NRF. If no CHF adddress(es) are available at the PCF, then the PCF utilizes the NRF to discover the CHF address(es).If no CHF address(es) is received from the UDR, the PCF selects the CHF instance based on the available CHF instances obtained from the NRF or locally configured information in the PCF, depending on operator's policies.
To enable the SMF to select the same CHF that is selected by the PCF for a PDU Session, the PCF provides the selected CHF address(es) in the PDU Session related policy information to the SMF as described in Table 6.4-1 of TS 23.503 [45] and the SMF applies them as defined in clause 5.1.8 of TS 32.255 [68]. Otherwise, the SMF selection of the CHF as defined in clause 5.1.8 of TS 32.255 [68] applies.
END OF CHANGES

