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*** BEGIN CHANGES ***
[bookmark: _Toc11173689]4.26	Network Function/NF Service Context Transfer Procedures
[bookmark: _Toc11173690]4.26.1	General
Network Function/NF Service Context Transfer Procedures allow transfer of Service Context of a NF/NF Service from a Source NF/NF Service Instance to the Target NF/NF Service Instance, e.g. before the Source NF/NF Service can gracefully close its NF/NF Service. If SMF sets are deployed this applies from an SMF instance within an SMF set to an SMF instance of another SMF set.
The Push and Pull model for context transfer are defined in 4.26.2 and 4.26.3. Which model is used is based on specific procedures or implementation.
[bookmark: _Toc11173691]4.26.2	NF/NF Service Context Transfer Push Procedure


Figure 4.26.2-1: NF/NF Service Context Push procedure
1.	When triggered, the Source NF/NF Service acting as NF Service Consumer sends its Context (e.g. UE Context or SM context) to the Target NF/NF Service acting as NF Service producer. This may trigger several other procedures that ensure all necessary NF/NF Services are being updated and set up with necessary information about the new context location.
NOTE 1:	Which procedures need to be executed and what information needs to be updated is part of the specfic context transfer procedures as specified in clause 4.26.5.
2.	The NF Service Consumer receives the response indicating the result of the operation (successful or not successful. When all procedures have been executed successfully the Target NF/NF Service can continue to serve the original NF Service Consumers of the Source NF/NF Service, which e.g. can be shut down gracefully.
NOTE 2:	After resumption of a new service transaction, it may be necessary to contact the UE using existing procedures.
[bookmark: _Toc11173692]4.26.3	NF/NF Service Context Transfer Pull procedure


Figure 4.26.3-1: NF/NF Service Context Pull procedure
1.	When triggered, the Target NF/NF Service as an NF Service Consumer requests a Context (e.g. UE context or SM context) from the Source NF as a NF Service Producer. This may trigger several other procedures that ensure all necessary NF/NF services are being updated and set up with necessary information about the new context location.
NOTE 1:	Which procedures need to be executed and what information needs to be updated is part of the specfic context transfer procedures as specified in clause 4.26.5.
[bookmark: _GoBack]2.	The NF Service Consumer receives the Context and if the operation was a successful. When all procedures have been executed successfully the Target NF/NF Service can continue to serve the original NF Service Consumers of the Source NF/NF Service, which e.g. can be shut down gracefully.
NOTE 2:	After resumption of a new service transaction, it may be necessary to contact the UE using existing procedures.
*** END CHANGES ***
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