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Abstract of the contribution: Proposes a new Key Issue on Paging Multi USIM UE on USIM_B while in connected mode over USIM_A.
1
Background
SA1 has identified the following potential requiremenet in TR22.384:

[PR.5.4.6-1]: The 3GPP system shall provide means to allow a Multi USIM UE to receive and switch over to an incoming call originally associated with one USIM when a call associated with another USIM is on-going.  

To fulfil this requirement the following Key Issue is proposed for TR23.671

* * * * Start of Change * * * *
5.X
Key Issue X: Paging Multi USIM UE on USIM_B while USIM_A is in connected mode
5.X.1
Description

Editor's note:
This clause provides a short description of the key issue.
This Key Issue is based on the use case where both USIMs of the Multi USIM UE are from the same operator. According to the requirement in TR22.384 and the objectives in TR23.761 the 3GPP system shall be able to notify the Multi USIM UE about paging on USIM_B while the Multi USIM UE is connected with the network over USIM_A.

This Key Issue shall study:

-
How Multi USIM UE with both USIMs from the same operator is notified for paging on SIM_B while the Multi USIM UE is connected with the network over USIM_A when:

- Both USIMs are from the same RAT.

- Both USIMs are from different RAT.
- 
Whether and what coordination in the network is required.
-
Whether and how the network needs to be aware of any UE specific feature/capability.
Note 1: It is required that the RAN impact is avoided or at least kept minimum.
* * * * End of Change * * * *
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