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	Reason for change:
	In the 5G SRVCC scenario, it assumes that the Operator deploy the IMS voice over 5GS and CS voice over UTRAN, but without VoLTE. When the UE move to EPS from 5GS, it uses the CSFB for the voice solution.
When the N26 is deployed between EPS and 5GS, the SMF serving the PDU sessions request the EBI (EPS bearer ID) toward AMF, so this PDU session can be moved to EPS in 5GS to EPS mobility.

But for the IMS PDU session, or Emergency PDU session, the SMF should not request for the EBI if the VoLTE or IMS emergency voice is deployed over EPS. Otherwise, if there is no ongoing voice session (normal or emergency), the IMS PDU session, or Emergency PDU session will be moved to EPS in 5GS to EPS mobility. 

Notes: If there is ongoing voice session (normal or emergency), the 5G SRVCC will be triggered regardless of EBI is assgined or not;


	
	

	Summary of change:
	Adding SMF should not request EBI for the IMS PDU session. And according to operators policy, the AMF may reject the EBI request for the IMS PDU session.

	
	

	Consequences if not approved:
	The IMS PDU session, or Emergency PDU session may be moved to EPS in 5GS to EPS mobility when the network does not deploy IMS voice over LTE.
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FIRST CHANGE
6.5.X
EBI assignment procedure
When the N26 is deployed, the EBI assignment procdure is defiend in the TS 23.502 [45] with the following additions:

-
The SMF should not request EBI to AMF for the IMS PDU session or Emergency PDU session.
-
According to operator policy, the AMF may reject the EBI assignment request or the IMS PDU session or Emergency PDU session.
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