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	Reason for change:
	The AUSF helps in avoiding the need of configuring and deploying in a PLMN an AAA-P in addition to the AUSF in non roaming case , and also for the roaming case configuring and establishing secure roaming interfaces with all the AAA-Ps of the other PLMNs in addition to the AUSFs.

So, at least the option of not using an AAA-P should be retained in the specifications.

As no further feedback has been removed from SA3. Hence the note can be removed.

	
	

	Summary of change:
	removal of the Editor’s Note keeping open whether AUSF could be used.

	
	

	Consequences if not approved:
	permanence of uncertainty in functionally frozen specification.
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[bookmark: _Toc11173288]4.2.9.1	General
Editor's note:	The procedure for Network Slice-Specific Authentication and Authorization defined in this clause needs to be further studied and defined by SA3 e.g. the role of the AUSF, need for an AAA-P and the used NF services.
The Network Slice-Specific Authentication and Authorization procedure is triggered for an S-NSSAI requiring Network Slice-Specific Authentication and Authorization with an AAA Server (AAA-S) which may be hosted by the H-PLMN operator or a third party which has a business relationship with the H-PLMN, as described in TS 33.501 [15]. An AAA Proxy (AAA-P) in the serving PLMN may be involved e.g. if the AAA Server belongs to a third party; if not the interactions with the AAA Server are performed by the AUSF.
This procedure is triggered by the AMF during a Registration procedure when some Network Slices require Slice-Specific Authentication and Authorization, when AMF determines that Network Slice-Specific Authentication and Authorization is requires for an S-NSSAI in the current Allowed NSSAI (e.g. subscription change), or when the AAA Server that authenticated the Network Slice triggers a re-authentication.

