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Abstract of the contribution: This contribution proposes a new key issue to support discovery for UE to UE Relay in 5G ProSe.
1. Discussion
[bookmark: _GoBack]The FS_5G_ProSe study item description aims to enable direct communication between the UEs for both public safety and commercial purposes. One of the agreed objective’s in Set A of the study item description document (SP-190443) states the following system enhancements should be investigated as part of this study:
“Support of UE-to-UE relay mechanism. This objective needs to take commercial services into account.”
The aforementioned objective includes both UE-to-UE relay discovery and communication aspects over PC5 in the 5G system. The key issue being proposed in this document focuses on the discovery mechanisms for the UE-to-UE relay scenario. 
Hence, we are proposing a key issue to address various UE-to-UE relay discovery aspects.
2. Proposal
It is proposed to include the following key issue in TR 23.752.

* * * Start of change * * * 
5.X Key Issue #X: Support of UE to UE Relay Discovery
5.X.1	General description
This key issue addresses various UE to UE relay discovery aspects.
At least the following aspects should be investigated as part of this study:
-	How do remote UEs discover one or more UE-to-UE Relay UE(s)?
-	How do remote UEs discover other remote UEs via the UE-to-UE Relay?
-	How is the discovery information provided to the remote UEs and the UE-to-UE Relay UEs?
-	What is configuration used by the remote UEs to perform UE-to-UE relay discovery?
* * * End of changes * * * 

