Page 1



3GPP TSG-SA WG2 Meeting #135
S2-1910002
14 - 18 October, 2019, Split Croatia
Revision of S2-1909527
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	23.287
	CR
	0030
	rev
	01
	Current version:
	16.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:

	Clarification on IP address allocation for groupcast and multicast modes of V2X communication over PC5 reference point  

	
	

	Source to WG:
	Tencent

	Source to TSG:
	SA2

	
	

	Work item code:
	eV2XARC
	
	Date:
	2019-09-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
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* * * * Start of 1st Change * * * * 
5.2.1.5
IP address allocation

For unicast mode of V2X communication over PC5 reference point, the following mechanism for IP address/prefix allocation may be used:

a)
IPv6 Stateless Address auto configuration specified in RFC 4862 [21] for assignment of IPv6 prefix, with one of the two UEs acting as IPv6 default router.

NOTE:
Which UE acts as an IPv6 default router is negotiated during secure layer-2 link establishment by exchanging the IP Address Configuration as described in clause 6.3.3.1.

b)
IPv6 link-local addresses as defined in RFC 4862 [21] are formed by UEs locally. The IPv6 link-local addresses are exchanged during the establishment of a secure layer-2 link over PC5 reference point as described in clause 6.3.3.1. The UEs shall disable duplicate address detection after the layer-2 link is established.
NOTE:    IP functionality for broadcast and multicast modes is out of scope in 3GPP i.e. left for UE implementation.
* * * * End of  Change * * * *  
