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FIRST CHANGE

[bookmark: _Toc19107189]8.1.1.1	General
In addition to the Subscription data types used in the Nudm_SubscriberDataManagement Service, as defined in Table 5.2.3.3.1-1 of TS 23.502 [3], the additional data types defined in Table 8.1.1.1-1 below are applicable for RGs connected to 5GC via W-5GAN.
The “SUPI correlation” Subscription data type applies only for subscriptions of FN RG where the SUCI which contains a Global Line ID acts as pseudonym of an IMSI based SUPI. 
Table 8.1.1.1-1: Wireline access specific UE Subscription data types
	Subscription data type
	Field
	Description

	Access and Mobility Subscription data (data needed for UE Registration and Mobility Management)
	RG Level Wireline Access Characteristics
	The RG level Wireline Access Characteristics parameter provides QoS information for the W-AGF, as defined in clause 4.5.1.2. This parameter is handled by the UDM as a transparent container.

	Session Management Subscription data (data needed for PDU Session Establishment)
	Subscribed-Session-TMBR
	The maximum aggregated uplink and downlink MBRs to be shared across all GBR and Non-GBR QoS Flows in each PDU Session, which are established for the DNN, S-NSSAI. Applicable only for the wireline access network for a 5G-RG or FN-RG, as defined in clause 4.4.x.1.

	SUPI correlation
	Other Identifier Of The Subscription (Global Line ID)
	If the SUPI associated with the subscription for a FN-BRG contains an IMSI, the SUCI which contains a Line ID acts as pseudonym of the SUPI and the UDM performs a mapping from the Other Identifier Of The Subscription (Global  Line ID) to the SUPI of the subscription (that contains an IMSI).

	
	SUPI
	SUPI of the subscription (that contains an IMSI)



In case of Wireline access, the Forbidden area information within Table 5.2.3.3.1-1 of TS 23.502 [3] may correspond to a (set of) allowed Global Line ID.

In addition to the Data keys defined in Table 5.2.12.2.1-1 of TS 23.502 [3], the additional Data keys defined in Table 8.1.1.1-2 below are applicable for FN RGs connected to 5GC via W-5GAN
Table 8.1.1.1-2: Wireline access specific Data keys

	Data Set
	Data Subset
	Data Key
	Data Sub Key

	Subscription Data
	SUPI correlation
	Other Identifier Of The Subscription (Global Line ID)
	-
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