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Abstract of the contribution: This contribution proposes a new key issue to support UE-to-UE Relay in 5G ProSe.
1. Discussion
This contribution introduce the key issue for UE-to UE Relay.
2. Proposal

It is proposed to include the following key issue in TR 23.752.
* * * Start of change * * * 

5.X
Key Issue #X: Support of UE-to-UE Relay
5.X.1
General description

This key issue intends to support for UE-to-UE Relay, including support for in coverage and out of coverage operation.
At least the following aspects need to be considered in potential solutions:

-
How to (re)-select a UE-to-UE Relay UE in proximity?
-
Whether and how for the network can control the UE-to-UE Relay operation, at least including how to:

-
Authorize the UE-to-UE Relay, e.g., authorize a UE as UE-to-UE Relay?
-
Provide the visibility of source/target UE and the UE-to-UE Relay to the network for the purpose of, e.g., charging?
-
How to establish the connection between the source UE and the target UEs via UE-to-UE Relay?

-
How to provide end-to-end QoS framework, to satisfy the QoS requirements (such as data rate, reliability, latency)?
-
How to enhance the system architecture to provide the security protection for relayed connection?

-
How to provide a mechanism for path changing in case of e.g. UE-to-UE Relay changes?
NOTE 1:
For the involvement of NG-RAN, coordination with RAN WGs is needed.
NOTE 2:
For security aspects, coordination with SA3 is needed.
* * * End of changes * * * 
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