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1. Overall Description:

CT3 is enhancing the specification of Nsmf_EventExposure service to support service experience as described in 3GPP TS 23.288, subclause 6.4 Observed Service experience related network data analytics. 
If NF service consumer sends an Analytics request/subscribe to NWDAF by invoking an Nnwdaf_AnalyticsSubscription_Subscribe, the NWDAF will collect the network data from 5GC NF(s) in the Table 6.4.2-2 by invoking Nnf_EventExposure_Subscribe service operation. 
Table 6.4.2-2: QoS flow level Network Data from 5GC NF related to the QoS profile assigned for a particular service (identified by an Application Id or IP filter information) is shown in below table, the highlight part describes the QoS flow level Network Data which the NWDAF collects from SMF related to the QoS profile assigned for a particular service.
	Information
	Source
	Description

	Timestamp
	5GC NF
	A time stamp associated with the collected information.

	Location Info
	AMF
	The UE location information when the service is delivered.

	DNN
	SMF
	DNN for the PDU Session which contains the QoS flow

	S-NSSAI
	SMF
	S-NSSAI for the PDU Session which contains the QoS flow

	Application ID
	PCF/SMF
	Used by NWDAF to identify the application service provider and application for the QoS flow

	IP filter information
	
	Provided by the AF, which is used by NWDAF to identify the service data flow for policy control and/or differentiated charging for the QoS flow

	QFI
	SMF
	QoS Flow Identifier

	QoS flow Bit Rate
	UPF
	The observed bit rate for UL direction; and

The observed bit rate for DL direction

	QoS flow Packet Delay
	UPF
	The observed Packet delay for UL direction; and

The observed Packet delay for the DL direction

	Packet transmission
	UPF
	The observed number of packet transmission

	Packet retransmission
	UPF
	The observed number of packet retransmission


CT3 would like to ask SA2 the following questions:
1. If the NWDAF subscribes to the SMF to collect information related to the QoS flow level Network Data event by invoking Nsmf_EventExposure service, what information is needed by the NWDAF and how the SMF determine the event is detected or not?
2. When requesting the QoS flow level Network Data from the SMF, whether the above highlighted information are all mandatory?
2. Actions:
To SA2 group.

ACTION: CT3 kindly asks SA2 to answer above question and to update their specifications if necessary.
3. Date of Next CT3 Meetings:
CT3 Meeting #106
7th October – 11th October 2019
Portoroz
Slovenia

CT3 Meeting #107
11th November – 15th November 2019
Reno
US
