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* * * * Start of 1st Change * * * * 

5.1
Authorization and Provisioning for V2X communications

5.1.1
General

In 5GS, the parameters for V2X communications over PC5 and Uu reference points may be made available to the UE in following ways:

-
pre-configured in the ME; or

-
configured in the UICC; or

-
preconfigured in the ME and configured in the UICC; or

-
provided/updated by the V2X Application Server via PCF and/or V1 reference point; or

-
provided/updated by the PCF to the UE.

The parameters provided/updated by the V2X Application Server via V1 reference point take precedence over the pre-configured parameters in the ME and the configured parameters in the UICC. The parameters provided/updated by the the PCF to the UE take precedence over the (pre-)configured parameters on the UE.
The basic principles of service authorization and provisioning for V2X communication over PC5 reference point and provisioning for V2X communication over Uu reference point are:

-
The UE may be authorized to use V2X communication over PC5 reference point on a per PLMN basis by the PCF in the HPLMN.

-
The PCF in the HPLMN merges authorization information from home and other PLMNs and provides the UE with the final authorization information.

-
The PCF in the VPLMN or HPLMN may revoke the authorization (via H-PCF when roaming) at any time by using the UE Configuration Update procedure for transparent UE Policy delivery procedure defined in clause 4.2.4.3 of TS 23.502 [7].

-
The provisioning to UE for V2X communication over PC5 and Uu reference points is controlled by the PCF and may be triggered by UE. The PCF includes the V2X Policy/parameters for V2X communications over PC5 reference point as specified in clause 5.1.2.1 and/or the V2X Policy/parameters for V2X communications over Uu reference point as specified in clause 5.1.3.1 into a Policy Section identified by a Policy Section Identifier (PSI) as specified in clause 6.1.2.2.2 of TS 23.503 [16].
* * * * End of Changes * * * *
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