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Discussion
Extract from CT6 LS (C6-190284)

	· For these reasons, CT6 discussed the possibility to store pre-configured URSP rules in the USIM in the same format as defined in TS 24.526, as this would address the above mentioned concerns.
· The storage of pre-configured URSP rules in the USIM would impact CT1 specifications where pre-configuration in the USIM and precedence between pre-configured URSP rules stored in ME and stored in USIM should be defined.


In 5GS, the URSP is currently described in TS 23.503 as follows;
	The ANDSP and URSP may be pre-configured in the UE or may be provisioned to UE from PCF. The pre-configured policy shall be applied by the UE only when it has not received the same type of policy from PCF.


NOTE: 
For the association of an application to either a PDU session or non-seamless Offload, the UE considers both URSP rule and UE Local Configuration, as specified in clause 6.1.2.2.1 of TS 23.503. 
UE Local Configuration: Information about the association of an application to either a PDU session or to non-seamless Offload is configured in the Mobile Termination (MT) and in the Terminal Equipment (TE). For example, UE Local Configuration can include operator specific configuration (e.g. operator provided S-NSSAI(s)), or application specific parameters to set up a PDU session or end user configuration for specific applications
As a similar example in EPS, ePDG configuration information also may be pre-configured or may be provisioned to UE from ANDSF. In addition, the precedence is defined in the CT1 specification, TS 24.302 as follows;
	7.2.1
Selection of the ePDG

7.2.1.1
General

If the UE does not supports ePDG selection according to 3GPP TS 24.502 [77], the UE performs ePDG selection based on the ePDG configuration information configured by the home operator in the UE either via H-ANDSF or via USIM or via implementation specific means. Implementation specific means apply only if the configurations via H-ANDSF and USIM are not present. The ePDG configuration information may consist of home ePDG identifier or ePDG selection information or both:

-
when available in ANDSF MO, the ePDG configuration information is provisioned in ePDG node under Home Network Preference as specified in 3GPP TS 24.312 [13]; and

-
when available in USIM, the ePDG configuration information is provisioned in EFePDGId and EFePDGSelection files as specified in 3GPP TS 31.102 [45].
The ePDG configuration information provided by ANDSF may also be pre-configured by the home operator on the ME or provisioned on the UICC. The UE shall use the information in the following order of precedence:
1)
ePDG configuration information provided by the ANSDF server to the ME;

2)
ePDG configuration information configured on the UICC;

3)
ePDG configuration information pre-configured on the ME.


Therefore, it can be applicable to store pre-configured URSP rules in the USIM and it is expected to specify the precedence in the CT1 specification.
Proposal

It is proposed to answer to CT6 based on above discussion.
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