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	Reason for change:
	The specification currently presents an inconsistency in one of the Analytics Filter that are proposed for slice load level related data analytics, namely an NSI as such is not a valid Analytics Filter as it cannot be provided as input parameter.
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* * * First Change * * * *
6.3.1
General

The NWDAF provides slice load level information to an NF on a network slice instance level. The NWDAF is not required to be aware of the current subscribers using the slice. The NWDAF notifies slice specific network status analytics information to the NFs that are subscribed to it. An NF may collect directly slice specific network status analytics information from NWDAF. This information is not subscriber specific.

The NWDAF services as defined in the clause 7.2 and clause 7.3 are used to expose slice load level analytics from the NWDAF to the consumer NF (e.g. PCF or NSSF).

Following Analytics ID is used for the slice load level related network data analytics:

-
Load level information

Following Analytics Filters can be included by the consumer in the related Nnwdaf_AnalyticsSubscription_Subscribe and Nnwdaf_AnalyticsInfo_Request service operation:

-
Network Slice Instance ID (if available).
-
Load Level Threshold value.

NOTE:
In Rel-16, the utilization of an NSI-ID by 5GC NFs is not mandatory. 
* * * Second Change * * * *
6.3.3A
 Output analytics
The NWDAF reports when the load level of the NSI indicated by the NSI-ID as Analytics Filter crosses the threshold provided in the analytics subscription; if no threshold is provided in the subscription, the reporting (Notify operation) is assumed to be periodic.
* * * End of Changes * * * *

