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Discussion
UE driven analytics is included as a work task within the Release 17 study phase for eNA phase 2.

	WT#3
	KI#13 from R16
	KI#13: UE driven analytics as defined in TR 23.791 and SID scope “Note: The method of collection of Data from UE for KI 13 will be investigated after MDT work of TSG RAN is completed for RAN impacting parameters.



It is proposed to capture the Key Issue on UE driven analytics agreed during the eNA study in Release 16 into the Release 17 eNA TR.

Proposal
It is proposed to include the following Key Issue in the eNA TR.

********************************  START OF CHANGES **************************************

[bookmark: _Toc531774174]5.2.x	Key Issue #X: UE driven analytics
[bookmark: _Toc531774175]5.2.x.1	Description
The following issues will be studied:
-	The types of analytics information that could be provided by NWDAF to other NFs to leverage the data provided by the UE;
-	How the NWDAF uses the data provided by the UE to do analytics and provides the analytics information to other NFs;
-	How the network utilizes the analytics information from NWDAF;
-	What type of information from the UE is collected by the network;
-	How frequently such analytics are to be shared with the NWDAF;
-	How the NWDAF collects the UE's information;
-	What are the triggers for the UE to provide analytics to the network;
-	How to ensure the integrity of UE-provided information in order to avoid using misleading information in the network;
-	Whether there are privacy aspects, related to the information provided by the UE.
[bookmark: _Toc11149797]5.2.x.2	Requirements
The NWDAF shall be able to receive UE's analytics data.
It shall be possible to ensure the privacy and integrity of the analytics data from the UE (e.g. in the case of roaming).
The NWDAF shall be able to provide prediction information to other NFs to leverage UE-driven analytics.
NOTE 1:	It's not assumed that there is a direct interface between the UE and NWDAF.
NOTE 2:	If the RRC procedure is triggered due to NWDAF requires UE's information from RAN, the detail of the RRC procedure will be discussed in RAN group.
******************************** END OF CHANGES **************************************
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