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	Reason for change:
	The PC5 QoS parameters to NG-RAN is provided from PCF to the AMF, the AMF stores such information as part of the UE context and provides those parameters to NG-RAN using NGAP.

In the current solution, UE Configuration Update procedure is use for the purpose; however, UE Configuration Update procedure is to update UE configuration, in which the UE policy is encapsulated in a container to be delivered to the UE.

Additionally, in UE Configuration Update procedure, PCF provides the PC5 QoS parameters to NG-RAN in the Namf_Communication_N1N2MessageTransfer message, which implies that the information is transparent to AMF. However, AMF needs to store it as the UE context.

There’s no existing 23.502 procedures that can be reused directly for delivering PC5 QoS parameters to NG-RAN, thus it is proposed to document that in a new procedure.
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FIRST CHANGE
[bookmark: _Toc19199153]6.5.7	Delivery of PC5 QoS parameters to NG-RAN
The Npcf_UEPolicyControl_Create service operation for UE is used to provide PC5 QoS parameters to NG-RAN and performed during UE registration procedure as defined in TS 23.502 [7] with the following additions:
-	When receiving Npcf_UEPolicyControl_Create Request from the AMF which includes the PC5 capability for V2X, PCF generates the PC5 QoS parameters for the UE as defined in clause 5.4.2 used by NG-RAN.
[bookmark: _Hlk22138662]-	In the roaming case, the H-PCF includes the PC5 QoS parameters used by NG-RAN in the Npcf_UEPolicyControl_Create Response message sent to V-PCF in a NG-RAN PC5 policy container, and V-PCF relays this NG-RAN PC5 policy container as the N2 container in the Namf_Communication_N1N2MessageTransfer message sent to AMF. 
-	In the non-roaming case, the PCF includes the PC5 QoS parameters in a N2 container in Namf_Communication_N1N2MessageTransfer message sent to AMF.
[bookmark: _GoBack]In UE Configuration Update procedure triggered by UE Policy establishment, the PCF in the serving PLMN includes the PC5 QoS parameters used by the NG-RAN in the Namf_Communication_N1N2MessageTransfer message. When Tthe AMF determines that the N2 container including the PC5 QoS parameters comes from (V-)PCF, the AMF stores such information as part of the UE context. 
The AMF includes the PC5 QoS parameters in the NGAP message to the NG-RAN.
END OF CHANGES

