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	Reason for change:
	The AMF determines the Access Type and RAT type based on the Global RAN Node ID associated with the N2 interface, as described in clause 7.2.1.1 step 12. may indicate to the PCF that the 5G-RG or FN-RG registered via a wireline non 3GPP access, using both the Access Type and the RAT type. Then, RAT type reporting for wireline should be possible for FN-RG and handover for 5G-RG since AMF can use the N2 Global RAN Node ID type set to W-AGF. There is mechanisim to different BBF and CableLabs. 

	
	

	Summary of change:
	Extend the input information provided by the AMF with the Access Technology Type set to “wireline”. 

Clarify that the FN-RG Registration procedure may:
· Include validations of the Service Area Restritions for a FN-CRG, as defined in clause 4.3.3.5.
· AMF determination and reporting of both the Access type and RAT type to PCF.

	
	

	Consequences if not approved:
	Lack of support of the RAT type reporting to PCF for non 3GPP access.
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[bookmark: _Toc5029344][bookmark: _Toc10061849][bookmark: _Hlk10544640]FIRST CHANGE
[bookmark: _Toc19107190][bookmark: _Hlk21086211]8.4.3	Npcf_AMPolicyControl 
[bookmark: _Toc19107191]8.4.3.1	Npcf_AMPolicyControl_Create service operation
The input data listed in clause 5.2.5.2.2 in TS 23.502 [3] apply when an AM Policy Association is created for a 5G-RG, except for the handling of RFSP information that applies only in case a 5G RG is registered over 3GPP access.
The input information when the UE registers via W-5GAN includes the Access type set to non-3GPP access, the User Location Information including the Global Line ID or the HFC node Id.
The output information when the UE registers via W-5GAN is defined in clause 9.5 and the Policy Control Request triggers applicable for for RG access via W-5GAN are defined in Table 8.4.3.1-1.
Table 8.2.1-1: Policy Control Request Triggers relevant for AMF and non-3GPP access type wireline access
	Policy Control Request Trigger
	Description
	Condition for reporting

	Service Area restriction change
	The subscribed service area restriction information has changed.
	PCF (AM Policy)

	Change of the Allowed NSSAI
	The Allowed NSSAI has changed
	PCF (AM Policy)

	Access Type change
	The Access Type and the RAT Type has changed
	PCF (AM Policy)

	NOTE: The RAT type is reported for 3GPP access, or when the 5G-RG or FN-RG registers over wireline access (i.e. W-AGF).



[bookmark: _Toc19107192]
8.4.3.2	Npcf_AMPolicyControl_Create service operation
The input data listed in clause 5.2.5.2.5 in TS 23.502 [3] apply when an AM Policy Association is updated for a 5G-RG or for a FN-RG, except for the notification of UE location change (if an RG registers only on Wireline access), PRA changes or RFSP index change.
PCRT on UE location change apply when a 5G RG registers on a second access (5G RG using Hybrid access).
The output information when the UE registers via W-5GAN is defined in clause 9.5 and the Policy Control Request triggers applicable when UE accesses via W-5GAN are defined in Table 8.4.3.1-1.
The Access type change trigger requests the AMF to report a new Access Type and RAT Type to the PCF. When the UE simultaneous connects over both 3GPP and wireline non-3GPP access type, the AMF reports the list of Access Type and RAT combinations available in the UE access and mobility context in the Npcf_AMPolicyControl_Update service operation.

End of changes

