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	As defined in the MA PDU session modification procedure, the SMF can request resouce to any target access, which means the establishment of user plane on any target access is already supported in the MA PDU session modification procedure. Therefore, to keep alignment with the MA PDU session establishment procedure, the network could establish both user-plane resource for the MA PDU session in the MA PDU session modification procedure, in order to save the signalling between the UE and the CN. 
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* * * * Begin of Change * * * *
4.22.6.3. Network Modification to MA PDU Session after a UE moving from EPC


Figure 4.22.6.3-1. Network Modification to MA PDU Session after a UE moving from EPC
1.	When the network supports interworking with N26 interface, a PDN Connection can be moved from EPC to 5GC as described in clause 4.11.1.2.2 and clause 4.11.1.3.3.
2.	If no policy in the UE (e.g. no URSP rule) and no local restrictions mandate a single access for the PDU Session, the UE provides ATSSS Capability to the network by triggering UE requested PDU Session Modification procedure over 3GPP access as described in clause 4.22.8 with following modifications:
-	In step 3a, if the SMF decides to change the PDU Session to MA PDU Session, the SMF includes ATSSS rule(s) in the PDU Session Modification Command message. The SMF may also include Measurement Assistance Information. When the SMF sends Nsmf_PDUSession_UpdateSMContext response, the SMF includes "MA PDU session Accepted" indication. The AMF marks the PDU Session as MA PDU Session based on the indication. If the SMF was informed in step 1a that the UE is registered to the same PLMN over both accesses, then the SMF initiates the establishment of user-plane resources over non-3GPP access too.
-	In step 5, if the UE receives ATSSS rule(s) in the PDU Session Modification Command message, the UE stores that the PDU Session is MA PDU Session.
3.	If the UE is registered to the different PLMN over 3GPP and non-3GPP access, tThe UE triggers the UE requested PDU Session Establishment procedure as described in clause 4.22.7 over non-3GPP access to add second access to the MA PDU Session.
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* * * * End of Change * * * *
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