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	Reason for change:
	Per clause 5.17.2.4 of TS 23.501, upon mobility from GERAN/UTRAN to 5GS, the UE shall do initial Registration. When the AMF performs Nudm_UECM_Registration to UDM, it’s not clear whether the UDM will cancel the old SGSN if registered in HLR, as a result, the HLR may still have registered SGSN while the UE is already registered in the UDM, leading to terminating voice call failure if the HLR/SGSN is not upgraded for T-ADS data retrieval.
DP S2-1909053 may be referenced for more discussion. 

	
	

	Summary of change:
	Clarify during initial Registration the UDM sends cancellation to the previously registered serving node (e.g. SGSN) via HSS.

	
	

	Consequences if not approved:
	Terminating voice call may fail as the UE may be considered in 2G/3G when in fact in AMF.
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*************** First changes ***************
[bookmark: _Toc20204109]4.11a.2	Registration procedure

-	Step 14d 
When the UDM stores the associated Access Type (e.g. 3GPP) together with the serving AMF as indicated in step 14a, it will also cause the cancellation of any previously registered serving node (e.g. SGSN) via HSS.
NOTE x: The previously registered SGSN needs to be cancelled from HLR upon mobility from GERAN/UTRAN to 5GS as specified in clause 5.17.2.4 of TS 23.501 [2].
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