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1. Overall Description:

SA2 thanks RAN2 for LS on Handling of multiple PLMN-assigned capability IDs (R2-1911854). Accordingly, SA2 would like to provide the feedback to the questions as follows: 
· Q1: Regarding the requirement to store at least the 16 most recently assigned PLMN-assigned capability IDs, which of the below RAN 2 understanding is correct: 

1. UE stores multiple IDs for a single PLMN (each ID mapping to different UE configuration, and only one stored ID for a given UE configuration)
2. UE stores multiple IDs for a single PLMN (potentially including multiple IDs for the same UE configuration)
3. UE stores multiple IDs for different PLMNs (only a single ID per PLMN)
SA2 kindly confirmed that option1 is the correct understanding.
· Q2: If the answer to Q1 is option 1 or 2, when are the stored IDs, other than the most recently assigned one, expected to be used?

SA2 kindly confirmed that a UE may change among different kinds of UE configuration within a PLMN, when the UE applies one kind of UE configuration back, the UE use the corresponding PLMN-assigned UE capability ID, if allocated and stored, i.e. the UE always provide the capability ID corresponding to the latest UE configuration, if available.
2. Actions:

To RA2:
ACTION: 
SA2 respectfully ask RAN2 to take the above into account.
3. Date of Next TSG-RAN WG2 Meetings:
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