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* * * * First Change * * * * 

4.4.6
Subscription to V2X services

The user's profile in the HSS contains the subscription information to give the user permission to use V2X services.

At any time, the operator can remove the UE subscription rights for V2X services from user's profile in the HSS, and revoke the user's permission to use V2X services.

The following subscription information is defined for V2X services:

a)
whether the UE is authorized to perform V2X communication over PC5 reference point as Vehicle UE, Pedestrian UE, or both, including LTE PC5 and NR PC5.

b)
UE-PC5-AMBR for V2X communication over PC5 reference point, including UE-PC5-AMBR for LTE PC5 and for NR PC5.

c)
the list of the PLMNs where the UE is authorized to perform V2X communication over PC5 reference point. For each PLMN in the list, the RAT(s) over which the UE is authorized to perform V2X communication over PC5 reference point.
The HSS provides a) and b) to MME as subscription information and the MME provides a) and b) to eNB as part of the UE context information.

The HSS provides c) to V2X Control Function.
* * * * Second Change * * * * 

5.5.x
Support of V2X communication over NR PC5 reference point
To support V2X communication over NR PC5 reference point, the EPC procedures described in clauses 5.5.1 to 5.5.7 are applied with the following differences:

-
The V2X capability can indicate whether the UE is capable of supporting V2X communication over NR PC5 reference point.
-
The "V2X services authorized" can indicate whether the UE is authorized to use V2X communication over NR PC5 reference point as Vehicle UE, Pedestrian UE or both.

-
The UE-PC5-AMBR can be applied over NR PC5.
* * * * End of Changes * * * * 
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