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	Reason for change:
	While the AM can receive the STN-SR, the operator is unable to unsubscribe a user from 5G-SRVCC, because the UDM cannot remove the STN-SR from the subscription data at the AMF.
3GPP TS 23.216:

5.3.10
AMF

If the AMF supports the 5G-SRVCC from NG-RAN to 3GPP UTRAN, the AMF shall follow the rules and procedures described in TS 23.502 [45] with the following additions and clarifications:

-
...

-
Receives STN-SR and C-MSISDN as part of the subscription data sent by UDM/HSS.

-
...

IMS can update the STN-SR, but the UDM cannot update the STN-SR at the AMF:
3GPP TS 23.237:

7.
... If the STN-SR from the UDM/HSS is different from the STN-SR received from the ATCF, the SCC AS sends a Sh-Update to provide the STN-SR received from the ATCF to the UDM/HSS from the ATCF in order to replace the STN-SR pointing to the SCC AS or the previously stored STN-SR pointing to other ATCF.


	
	

	Summary of change:
	Support updating or removing of STN-SR by the UDM

	
	

	Consequences if not approved:
	UDM cannot update or remove STN-SR at AMF, (5G) SRVCC call will fail when STN-SR is updated by IMS.
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*** First change ***
5.3.9
UDM

UDM/HSS includes STN-SR and C MSISDN as part of the subscription data sent to the AMF. If the STN-SR is present, this indicates the UE is 5G-SRVCC subscribed. The UDM/HSS also informs the AMF when STN-SR is modified or removed from the subscription.
