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* * * * Start of 1st Change * * * * 

5.4.3.1
General

This clause specifies the PC5 QoS characteristics associated with PQI. The following characteristics defined in TS 23.501 [6] applies, with differences explained in following clauses:

1
Resource Type (GBR, Delay critical GBR or Non-GBR);

2
Priority Level;

3
Packet Delay Budget;

4
Packet Error Rate;

5
Averaging window (for GBR and Delay-critical GBR resource type only);
6
Maximum Data Burst Volume (for Delay-critical GBR resource type only).

Standardized or pre-configured PC5 QoS characteristics, are indicated through the PQI value between V2X layer and lower layer.

V2X Application layer may require specific PC5 QoS characteristics together with PQI to V2X layer, V2X layer may derive the non-standardized PC5 QoS characteristics by overriding some of the standardized or pre-configured value of PC5 QoS characteristics. The whole set of non-standardized PC5 QoS characteristics are passed between V2X layer and lower layer. 
* * * * Start of 2nd Change * * * * 

5.4.3.4
Packet Delay Budget

The Packet Delay Budget (PDB) is defined in clause 5.7.3.4 of TS 23.501 [6]. However, when used for PC5 communication, the PDB associated with the PQI does not contain any CN delay component and applies only to the delay between the two UEs communicating over PC5 reference point.

* * * * End Change * * * * 
