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First proposed Changes

[bookmark: _Toc20204511][bookmark: _Toc27895210]5.2.6.1	General
The following table shows the NEF Services and Service Operations:
Table 5.2.6.1-1: NF Services provided by the NEF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnef_EventExposure
	Subscribe
	Subscribe/Notify
	AF, NWDAF

	
	Unsubscribe
	
	AF, NWDAF

	
	Notify
	
	AF, NWDAF

	Nnef_PFDManagement
	Fetch
	Request/Response
	SMF

	
	Subscribe
	Subscribe/Notify
	SMF

	
	Notify
	
	SMF

	
	Unsubscribe
	
	SMF

	
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	Nnef_ParameterProvision
	Update
	Request/Response
	AF

	
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_Trigger
	Delivery
	Request/Response
	AF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	Nnef_BDTPNegotiation
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	
	AF

	Nnef_TrafficInfluence
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	
	Notify
	Subscribe/Notify
	AF

	
	AppRelocationInfo
	Subscribe/Notify
	AF

	Nnef_ChargeableParty
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	Nnef_AFsessionWithQoS
	Create
	Request/Response
	AF

	
	Notify
	Request/Response
	AF

	
	Revoke
	Request/Response
	AF

	Nnef_MSISDN-less_MO_SMS
	Notify
	Notify
	AF

	Nnef_ServiceParameter
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Get
	Request/Response
	AF

	Nnef_APISupportCapability
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	Subscribe/Notify
	AF

	
	Notify
	Subscribe/Notify
	AF

	Nnef_NIDDConfiguration
	Create
	Request/Response
	AF

	
	TriggerNotify
	Subscribe/Notify
	AF

	
	UpdateNotify
	Subscribe/Notify
	AF

	
	Delete
	Request/Response
	AF

	Nnef_NIDD
	Delivery
	Request/Response
	AF, SMF

	
	DeliveryNotify
	Subscribe/Notify
	AF

	
	GroupDeliveryNotify
	Notify
	AF

	Nnef_SMContext
	Create
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	
	DeleteNotify
	Subscribe/Notify
	SMF

	Nnef_AnalyticsExposure
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	
	Fetch
	Request/Response
	AF

	Nnef_NetworkStatus
	Subscribe
	Subscribe/Notify
	AF

	
	Unsubscribe
	
	AF

	
	Notify
	
	AF

	Nnef_UCMFProvisioning
	Create
	Request/Response
	AF

	
	Delete
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ECRestriction
	Get
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	Nnef_ApplyPolicy
	Create
	Request/Response
	AF

	
	Update
	Request/Response
	AF

	
	Delete
	Request/Response
	AF





More proposed Changes

[bookmark: _Toc20204593][bookmark: _Toc27895294]5.2.6.17	Nnef_UCMFProvisioning service
[bookmark: _Toc20204594][bookmark: _Toc27895295]5.2.6.17.1	General
This service is for allowing external party to provision the UCMF with UCMF dictionary entries for Manufacturer-assigned UE Radio Capability IDs.
[bookmark: _Toc20204595][bookmark: _Toc27895296]5.2.6.17.2	Nnef_UCMFProvisioning_Create operation
Service operation name: Nnef_UCMFProvisioning_Create
Description: The consumer creates a UCMF dictionary entry for a Manufacturer-assigned UE Radio Capability ID via the NEF. For each UE Radio Capability ID provided, a UE radio access capability set and the related UE model(s) TAC value(s) the UE radio capability ID applies to is provided.
Inputs (required): (list of) [UE Radio Capability ID, UE radio access capability set, (List of) TAC value(s)].
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
[bookmark: _Toc20204596][bookmark: _Toc27895297]5.2.6.17.3	Nnef_UCMFProvisioning_Delete operation
Service operation name: Nnef_UCMF_Provisioning_Delete
Description: The consumer deletes a UCMF dictionary entry for a Manufacturer-assigned UE Radio Capability ID via the NEF. The consumer provides a (list of) UE radio capability ID value(s) or it may provide the TAC values for which all the UE radio capability ID entries shall be no longer used.
Inputs (required): UE Radio Capability ID(s) of the UCMF dictionary entry(s) to be deleted and/or Type Allocation Code(s).
UE Radio Capability ID.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
5.2.6.17.x	Nnef_UCMFProvisioning_Update operation
Service operation name: Nnef_UCMF_Provisioning_Update
Description: The consumer updates the list of TAC values a UCMF dictionary entry applies to for a Manufacturer-assigned UE Radio Capability ID via the NEF. For each UE Radio Capability ID provided, (a list of) additional UE model(s) TAC value(s) the UE radio capability ID applies to is provided.
Inputs (required): UE Radio Capability ID(s) of the UCMF dictionary entry(s) to be updated and the new Type Allocation Code(s).

Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.


More proposed Changes

[bookmark: _Toc20204722][bookmark: _Toc27895436]5.2.18.1	General
The following table illustrates the UCMF Services.
Table 5.2.18.1-1: NF services provided by UCMF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nucmf_Provisioning
	Create
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	Nucmf_UECapabilityManagement
	Resolve
	Request/Response
	AMF

	
	Assign
	Request/Response
	AMF

	
	Subscribe
	Subscribe/Notify
	AMF

	
	Unsubscribe
	Subscribe/Notify
	AMF

	
	Notify
	Subscribe/Notify
	AMF




More proposed Changes


[bookmark: _Toc20204723][bookmark: _Toc27895437]5.2.18.2	Nucmf_Provisioning service
[bookmark: _Toc20204724][bookmark: _Toc27895438]5.2.18.2.1	Nucmf_Provisioning_Create service operation
Service operation name: Nucmf_Provisioning_Create.
Description: The consumer creates a UCMF dictionary entry(s) for a Manufacturer-assigned UE Radio Capability ID(s). For each UE Radio Capability ID provided, a UE radio access capability set and the related UE model(s) TAC value(s) the UE radio capability ID applies to is provided.

Inputs (required): (list of) [UE Radio Capability ID(s), set(s) of UE radio access capability seties, (list of) Type Allocation Code(s) value(s)].
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
[bookmark: _Toc20204725][bookmark: _Toc27895439]5.2.18.2.2	Nucmf_Provisioning_Delete service operation
Service operation name: Nucmf_Provisioning_Delete.
Description: The consumer deletes a UCMF dictionary entry(s) for a Manufacturer-assigned UE Radio Capability ID(s). The consumer provides a (list of) UE radio capability ID value(s) or it may provide the TAC values for which all the UE radio capability ID entries shall be no longer used.
Inputs (required): UE Radio Capability ID(s) of the UCMF dictionary entry(s) to be deleted or, Type Allocation Code(s).
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
5.2.18.2.1	Nucmf_Provisioning_Update service operation
Service operation name: Nucmf_Provisioning_Update.
Description: The consumer updates the list of TAC values a UCMF dictionary entry applies to for a Manufacturer-assigned UE Radio Capability ID. For each UE Radio Capability ID provided, (a list of) additional UE model(s) TAC value(s) the UE radio capability ID applies to is provided.
.

Inputs (required): UE Radio Capability ID(s) of the UCMF dictionary entry(s) to be updated and the new Type Allocation Code(s).
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.


End of proposed Changes

