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	Reason for change:
	According to the LS from RAN2 (R2-1911827), Rel-16 UEs not supporting the CAG feature can camp on a CAG cell as an acceptable cell to obtain limited service. It means that unlike Rel-15 UE not supporting CAG, Rel-16 UE not supporting CAG will not be prevented from camping on an acceptable CAG cell by CellReservedForOtherUse indicator.

In our point of view, as the type of UEs which can use emergency services is determined by the regulator and network operator and the CAG cell is hosted by PLMN, the support of emergency services for Rel-16 UE not supporting CAG in CAG cells should not be excluded.
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	Add the support of emergency services for Rel-16 UE not supporting CAG in CAG cells.
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	Emergency services for Rel-16 UE not supporting CAG remains unsupported in CAG cells.
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[bookmark: _Toc532891681]* * * * Start of Changes * * * *
[bookmark: _Toc20150098]5.30.3.5	Support of emergency services in CAG cells
Emergency Services are supported in CAG cells, for UEs supporting CAG, whether normally registered or emergency registered as described in clause 5.16.4 and TS 23.502 [3] clause 4.13.4.
A UE supporting CAG may camp on an acceptable CAG cell in limited service state as specified in TS 23.122 [17] and TS 38.304 [50].
A UE not supporting CAG may camp on a CAG cell as an acceptable cell to obtain limited service.
NOTE:	Support for Emergency services requires the cell to only be connected to AMFs that supports emergency services.
During handover to a CAG cell, if the UE is not authorized to access the target CAG cell and has emergency services, the target NG-RAN node only accepts the emergency PDU sessions and the target AMF releases the non-emergency PDU connections that were not accepted by the NG-RAN node. Upon completion of handover the UE behave as emergency registered.
* * * * End of Changes * * * *

