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	Reason for change:
	If the UE is PC5 capable for V2X, and the UE is authorized to use V2X communication over the PC5 reference point based on the subscription data, then the AMF stores the subscription data (see clause 6.5.2) (i.e., "V2X services authorized" indication and UE-PC5-AMBR per PC5 RAT, and cross-RAT PC5 control authorization if applicable) received from the UDM and the PC5 QoS parameters from PCF as part of the UE context, and include them in the NGAP message sent to NG-RAN (see clauses and 6.5.2 (registration) and 6.5.5 (Xn handover).
As a consequence, during Xn Handover procedure, when the source NG-RAN is V2X-enabled, the V2X UE context will be sent to the target NG-RAN twice, once from the Source NG-RAN and and another time from the AMF.

	
	

	Summary of change:
	During Xn HO, the source NG-RAN does not provide the V2X UE context to the target NG-RAN. 

	
	

	Consequences if not approved:
	In Xn Handover procedure, duplicate V2X UE context will be send to target NG-RAN from source NG-RAN and AMF, when the source NG-RAN is V2X-enabled. This leads to unnecessary duplication and may lead to inconsistency.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc19199151]6.5.5	Xn Handover procedure
The Xn based handover procedures for UE are performed as defined in TS 23.502 [7] with the following additions:
-	If the source NG-RAN is V2X-enabled and the "V2X services authorized" indication is included in the UE context, then the source NG-RAN shall include a "V2X services authorized" indication, UE-PC5-AMBR, cross-RAT PC5 control authorization and PC5 QoS parameters in the XnAP Handover Request message to the target NG-RAN.
-	If the UE is PC5 capable for V2X, and the UE is authorized to use V2X communication over PC5 reference point, then the AMF shall send the "V2X services authorized" indication, the UE-PC5-AMBR, cross-RAT PC5 control authorization, and PC5 QoS parameters to the target NG-RAN in the Path Switch Request Acknowledge message
* * * * End of changes * * * *


