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Abstract of the contribution: introducing a New KI on exposure of NWDAF analytics to applications
Discussion
In Release 16, 5G System already supports exposure of network data analytics to applications, including QoS prediction, observed service experience analytics, network performance analytics, etc..
However, for some vertical industries struggling for further success by virtue of 5G, existing NWDAF analytics exposed by the 5GS may not be sufficient. Therefore, this paper proposes to study following issues:
-	Whether and which NWDAF analytics other than that already exposed in Rel 16 are beneficial to applications?
-	If new NWDAF analytics need to be introduced, then:
-	What network data needs to be collected? And how?
-	How to expose such new analytics to applications?

Proposal
It is proposed to introduce a new KI into the TR 23.700-91.  

FIRST CHANGE
[bookmark: _Toc23410662]5.2.x	Key Issue #X: NWDAF analytics exposure to applications 
[bookmark: _Toc23410663]5.2.x.1	Description
Rel 16 5G System already supports exposure of NWDAF analytics to applications, the exposed data analytics includes QoS predictions, observed service experience analytics, network performance analytics, etc..
However, considering diversified scenarios served by 5G, it is not clear whether existing NWDAF analytics exposed by the 5GS are sufficient. 
Therefore, this Key Issue proposes to study:
-	Whether and which NWDAF analytics other than that already exposed in Rel 16 are beneficial to applications?
-	If new NWDAF analytics need to be introduced, then:
-	What input data needs to be collected? And how?
-	How to expose the new analytics to applications?
.
[bookmark: _Toc23410664]5.2.x.2	Requirements
The data analytics architecture defined in Rel 16 shall be complied with.

End of CHANGE
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