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Abstract: This contribution introduces definition on MBS service area updates in TR 23.757. 
1. Proposal
This contribution introduces definition update for MBS service area in TR 23.757 for the FS_5MBS Study Item.
* * * * Beginning of changes * * * *
3
Definitions of terms and abbreviations

3.1
Terms

For the purposes of the present document, the terms given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Broadcast communication service: A communication service in which the same service and the same specific content data are provided simultaneously to all UEs in a geographical area (i.e., all UEs in the broadcast coverage area are authorized to receive the data).
MBS Service Area: The area within which data of one or multiple MBS session(s) are sent.
Editor's note:
Definition of MBS service area may be updated further according to 5MBS study.
Multicast communication service: A communication service in which the same service and the same specific content data are provided simultaneously to a dedicated set of UEs (i.e., not all UEs in the multicast coverage are authorized to receive the data).

NOTE:
The transport in the 5GC for broadacst and multicast services will be determined as part of this study. A multicast communication service could for instance use a lower layer unicast or multicast transfer in the 5GC and the access interfaces.
Broadcast session: A session to deliver the broadcast communication service. A broadcast session is characterised by the content to send and the geographical area where to distribute it.
Multicast session: A session to deliver the multicast communication service. A multicast session is characterised by the content to send, by the list of UEs that may receive the service and optionally by a multicast area where to distribute it.
MBS session: A multicast session or a broadcast session.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

MBS
Multicast/Broadcast Service.
* * * * End of changes * * * *[image: image1.png]
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