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FIRST CHANGE
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

5GC
5G Core Network

5GLAN
5G Local Area Network

5GS
5G System
5G-AN
5G Access Network

5G-EIR
5G-Equipment Identity Register

5G-GUTI
5G Globally Unique Temporary Identifier
5G-BRG
5G Broadband Residential Gateway

5G-CRG
5G Cable Residential Gateway

5G-RG
5G Residential Gateway

5G-S-TMSI
5G S-Temporary Mobile Subscription Identifier
5G GM
5G Grand Master
5QI
5G QoS Identifier
AF
Application Function

AMF
Access and Mobility Management Function

AS
Access Stratum

ATSSS
Access Traffic Steering, Switching, Splitting

ATSSS-LL
ATSSS Low-Layer

AUSF
Authentication Server Function

BMCA
Best Master Clock Algorithm
BSF
Binding Support Function

CAG
Closed Access Group

CAPIF
Common API Framework for 3GPP northbound APIs

CHF
Charging Function

CN PDB
Core Network Packet Delay Budget

CP
Control Plane

DL
Downlink

DN
Data Network

DNAI
DN Access Identifier
DNN
Data Network Name

DRX
Discontinuous Reception

DS-TT
Device-side TSN translator

ePDG
evolved Packet Data Gateway

EBI
EPS Bearer Identity

FAR
Forwarding Action Rule

FN-BRG
Fixed Network Broadband RG

FN-CRG
Fixed Network Cable RG

FN-RG
Fixed Network RG

FQDN
Fully Qualified Domain Name

GFBR
Guaranteed Flow Bit Rate

GMLC
Gateway Mobile Location Centre
GPSI
Generic Public Subscription Identifier

GUAMI
Globally Unique AMF Identifier
HR
Home Routed (roaming)

IAB
Integrated access and backhaul

I-SMF
Intermediate SMF

LADN
Local Area Data Network

LBO
Local Break Out (roaming)
LMF
Location Management Function

LPP
LTE Positioning Protocol

LRF
Location Retrieval Function
MCX
Mission Critical Service

MDBV
Maximum Data Burst Volume

MFBR
Maximum Flow Bit Rate

MICO
Mobile Initiated Connection Only

MPS
Multimedia Priority Service

MPTCP
Multi-Path TCP Protocol

N3IWF
Non-3GPP InterWorking Function

N5CW
Non-5G-Capable over WLAN

NAI
Network Access Identifier

NEF
Network Exposure Function

NF
Network Function

NGAP
Next Generation Application Protocol

NID
Network identifier

NPN
Non-Public Network

NR
New Radio

NRF
Network Repository Function

NSI ID
Network Slice Instance Identifier

NSSAI
Network Slice Selection Assistance Information

NSSF
Network Slice Selection Function

NSSP
Network Slice Selection Policy
NW-TT
Network-side TSN translator

NWDAF
Network Data Analytics Function

PCF
Policy Control Function

PDB
Packet Delay Budget

PDR
Packet Detection Rule

PDU
Protocol Data Unit

PEI
Permanent Equipment Identifier

PER
Packet Error Rate

PFD
Packet Flow Description
PPD
Paging Policy Differentiation

PPF
Paging Proceed Flag

PPI
Paging Policy Indicator
PSA
PDU Session Anchor
PTP
Precision Time Protocol

QFI
QoS Flow Identifier
QoE
Quality of Experience

RACS
Radio Capabilities Signalling optimisation

(R)AN
(Radio) Access Network

RG
Residential Gateway

RQA
Reflective QoS Attribute

RQI
Reflective QoS Indication
RSN
Redundancy Sequence Number

SA NR
Standalone New Radio

SBA
Service Based Architecture

SBI
Service Based Interface

SCP
Service Communication Proxy

SD
Slice Differentiator
SEAF
Security Anchor Functionality
SEPP
Security Edge Protection Proxy

SMF
Session Management Function

SMSF
Short Message Service Function

SN
Sequence Number

SNPN
Stand-alone Non-Public Network

S-NSSAI
Single Network Slice Selection Assistance Information

SSC
Session and Service Continuity

SSCMSP
Session and Service Continuity Mode Selection Policy

SST
Slice/Service Type

SUCI
Subscription Concealed Identifier
SUPI
Subscription Permanent Identifier

SV
Software Version

TAC
IMEI Type Allocation Code

TNAN
Trusted Non-3GPP Access Network

TNAP
Trusted Non-3GPP Access Point

TNGF
Trusted Non-3GPP Gateway Function

TNL
Transport Network Layer

TNLA
Transport Network Layer Association

TSC
Time Sensitive Communication

TSCAI
TSC Assistance Information

TSN
Time Sensitive Networking

TSN GM
TSN Grand Master

TSP
Traffic Steering Policy

TT
TSN Translator

UCMF
UE radio Capability Management Function

UDM
Unified Data Management

UDR
Unified Data Repository

UDSF
Unstructured Data Storage Function

UL
Uplink

UL CL
Uplink Classifier

UPF
User Plane Function

URLLC
Ultra Reliable Low Latency Communication

URRP-AMF
UE Reachability Request Parameter for AMF

URSP
UE Route Selection Policy
VID
VLAN Identifier

VLAN
Virtual Local Area Network

W-5GAN
Wireline 5G Access Network

W-5GBAN
Wireline BBF Access Network

W-5GCAN
Wireline 5G Cable Access Network

W-AGF
Wireline Access Gateway Function

NEXT CHANGE
4.4.8
Time Sensitive Communication

4.4.8.1
General
The 5G System is extended to support Time sensitive communication.

In this Release of the specification, integration of 5G System with TSN networks that are based on IEEE TSN (IEEE P802.1Qcc [95]) is supported. IEEE TSN is a set of standards to define mechanisms for the time-sensitive (i.e. deterministic) transmission of data over Ethernet networks.


NEXT CHANGE
5.28
Support of integration with TSN

5.28.1
5GS logical TSN bridge management

5GS functions acts as one or more TSN Bridges of the TSN network. The 5GS Bridge is composed of the ports on a single UPF (i.e. PSA) side, the user plane tunnel between the UE and UPF, and the ports on the DS-TT side. For each 5GS Bridge of a TSN network, the ports on NW-TT support the connectivity to the TSN network, the ports on DS-TT side are associated to the PDU Session providing connectivity to the TSN network.

The granularity of the logical TSN bridge is per UPF. The bridge ID of the logical TSN bridge is bound to the UPF ID of the UPF as identified in TS 23.502 [3]. The TSN AF stores the binding relationship between a port on UE/DS-TT side, a port on UPF/NW-TT side, and a PDU Session during reporting of logical TSN bridge information.

All PDU Sessions which connect to the same TSN network via a specific UPF are grouped into a single virtual bridge. The capabilities of each port on UE/DS-TT side and UPF/NW-TT side are integrated as part of the configuration of the 5G virtual bridge and are notified to TSN AF and delivered to TSN system for TSN bridge registration and modification.

NOTE 1:
It is assumed that all PDU sessions which connect to the same TSN network via a specific UPF are handled by the same TSN AF.
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Figure 5.29.1-1: Per UPF based virtual bridge

NOTE 2:
If a UE establishes multiple PDU Sessions terminating in different UPFs, then the UE is represented by multiple logical TSN bridges.

In order to support TSN traffic scheduling over 5GS Bridge, the 5GS supports the following functions:

-
Report the bridge information of 5GS Bridge to TSN network.

-
Map the configuration information obtained from TSN network into 5GS QoS information (e.g. 5QI, TSC Assistance Information) of a QoS flow in corresponding PDU Session for efficient time-aware scheduling, as defined at clause 5.28.2.

The bridge information of 5GS Bridge is used by the TSN network to make appropriate management configuration for the 5GS Bridge. The bridge information of 5GS Bridge includes the following:

-
Bridge ID of 5GS Bridge:
-
MAC address of the bridge;
-
bridge name;

-
number of ports;

-
list of port numbers.

-
Capabilities of 5GS Bridge as defined in 802.1Qcc [95]:

-
5GS Bridge delay per port pair per traffic class, including 5GS Bridge delay (dependent and independent of frame size, and their maximum and minimum values: independentDelayMax, independentDelayMin, dependentDelayMax, dependentDelayMin), ingress port number, egress port number and traffic class.

-
Propagation delay per port (txPropagationDelay), including transmission propagation delay, egress port number.

-
Topology of 5GS Bridge as defined in IEEE 802.1AB [97].

-
Traffic classes and their priorities per port as defined in IEEE 802.1Q [98].

The following parameters: independentDelayMax and independentDelayMin, how to calculate them is left to implementation and not defined in this specification.

Identity of the 5GS Bridge and port numbers of the Ethernet in NW-TT could be preconfigured on the UPF, which is selected for a PDU Session serving TSC based on subscribed DNN, traffic classes and VLANs. Port number of Ethernet port on the DS-TT for the PDU Session is assigned by the UPF during PDU session establishment and stored at the SMF. SMF provides the port numbers and MAC addresses of the Ethernet ports in DS-TT and NW-TT of the related PDU session to the TSN AF via PCF. If a PDU session for which SMF has reported port numbers to TSN AF is released then SMF informs TSN AF accordingly.

The AF is responsible to receive the bridge information of 5GS Bridge from 5GS, as well as register or update this information to the TSN network.

NEXT CHANGE
5.28.3
Port management information exchange in 5GS

5.28.3.1
General

Bridge management information is exchanged between TSN system and TSN AF. A subset of bridge management information, referred to as port management information, is related to Ethernet ports located in DS-TT or NW-TT.

5GS shall support transfer of standardized and deployment-specific port management information transparently between TSN AF and DS-TT or NW-TT, respectively inside a Port Management Information Container. Table 5.28.3.1-X lists standardized port management information.
Table 5.28.3.1-1: Standardized port management information

	Port management information
	Applicability
	Supported operations by TSN AF
(see Note 1)
	Reference

	
	DS-TT
	NW-TT
	
	

	General
	
	
	
	

	Port management capabilities (see Note 2)
	X
	X
	R
	

	Bridge delay related information
	
	
	
	

	txPropagationDelay
	X
	X
	R
	IEEE 802.1Qcc [95] clause 12.32.2.1

	Traffic class related information
	
	
	
	

	Traffic class table
	X
	X
	RW
	IEEE 802.1Q [98] clause 12.6.3 and clause 8.6.6.

	Gate control information
	
	
	
	

	GateEnabled
	X
	X
	RW
	IEEE 802.1Qbv [96] Table 12-28

	AdminBaseTime
	X
	X
	RW
	IEEE 802.1Qbv [96] Table 12-28

	AdminControlList
	X
	X
	RW
	IEEE 802.1Qbv [96] Table 12-28

	AdminCycleTime (see Note 3)
	X
	X
	RW
	IEEE 802.1Qbv [96] Table 12-28

	AdminControlListLength (see Note 3)
	X
	X
	RW
	IEEE 802.1Qbv [96] Table 12-28

	Tick granularity
	X
	X
	R
	IEEE 802.1Qbv [96] Table 12-28

	NW-TT port neighbor discovery configuration
	
	
	
	

	adminStatus
	
	X
	R
	IEEE 802.1AB [97] clause 9.2.5.1

	lldpV2LocChassisIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2LocChassisId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2LocPortIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2LocPortId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	Neighbor discovery information for each discovered neighbor of NW-TT
	
	
	
	

	lldpV2RemChassisIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2RemChassisId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2RemPortIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	DS-TT port neighbor discovery configuration (see Note 4)
	
	
	
	

	DS-TT port number (see Note 5)
	
	
	
	Clause 5.28.1

	adminStatus
	
	X
	R
	IEEE 802.1AB [97] clause 9.2.5.1

	lldpV2LocChassisIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2LocChassisId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2LocPortIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2LocPortId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	Neighbor discovery information for each discovered neighbor of DS-TT
	
	
	
	

	DS-TT port number (see Note 6)
	
	
	
	Clause 5.28.1

	lldpV2RemChassisIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2RemChassisId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2RemPortIdSubtype
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2RemPortId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	lldpV2RemPortId
	
	X
	R
	IEEE 802.1AB [97] Table 11-2

	NOTE 1:
R = Read only access; RW = Read/Write access.
NOTE 2:
Indicates which standardized and deployment-specific port management information is supported by DS-TT or NW-TT.

NOTE 3:
AdminCycleTime and AdminControlListLength are optional for gate control information.


Editor's note:
Whether TSN AF can write DS-TT and NW-TT port neighbour discovery configuration is FFS.

Exchange of port management information is initiated by TSN AF to:

1)
get port management capabilities, i.e. read information indicating which standardized and deployment-specific port management information is supported by DS-TT or NW-TT;

2)
get port management information for a DS-TT or NW-TT Ethernet port;

3)
set port management information for a DS-TT or NW-TT Ethernet port;

4)
subscribe to notifications if specific port management information for a DS-TT or NW-TT Ethernet port changes.

Exchange of port management information is initiated by DS-TT or NW-TT to:

-
notify TSN AF if port management information has changed that TSN AF has subscribed for.

TSN AF indicates inside the Port Management Information Container whether it wants to get or set port management information or intends to subscribe for notifications.

Editor's note:
Whether TSN AF needs to be able to read port management information and needs to be able to get port management capabilities is FFS. This relates to bullets 1, 2, 4 and the sentence above.

NEXT CHANGE
5.28.4
QoS mapping tables

The mapping tables between the traffic class and 5GS QoS Profile is provisioned and further used to find suitable 5GS QoS profile to transfer TSN traffic over the PDU Session. QoS mapping procedures are performed in two phases: (1) QoS capability report phase as described in clause 5.28.1, and (2) QoS configuration phase as in clause 5.28.2

(1)
The TSN Translator AF shall be pre-configured via OAM the mapping table and represents what is being reported or exposed to the TSN system through the relevant TSN information objects, such as the Traffic Class Table for every port, see the IEEE 802.1Q [X] and IEEE 802.1Qcc [95].

(2)
CNC distributes the TSN QoS requirements and TSN scheduling parameters (specific for current node) to 5G virtual bridge via TSN AF. Alternatively, the 5GS virtual bridge may pre-request or query TSN system for the TSN QoS and traffic information.

The PCF mapping table provides a mapping from TSN QoS information to 5GS QoS profile. Based on trigger from TSN AF, the PCF may trigger PDU session modification procedure to establish a new 5G QoS flow for the requested traffic class according to the selected QoS policies from the TSN AF traffic requirements.

Figure 5.28.4-1 illustrates the functional distribution of the mapping tables.
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Figure 5.28.4-1: QoS Mapping Function distribution between PCF and TSN AF

The minimum set of TSN QoS-related parameters that are relevant for mapping the TSN QoS requirements in the 5GS are: traffic classes and their priorities per port, bridge delays per port pair and traffic class (independentDelayMax, independentDelayMin, dependentDelayMax, dependentDelayMin), and propagation delay per port (txPropagationDelay).

QoS mapping table between port traffic classes and 5QI should be matching the delay and priority, while preserving the priorities in the 5GS. An operator enabling TSN services via 5GS can choose up to eight traffic classes to be mapped to 5GS QoS profiles.

Once the 5QIs to be used for TSN streams are identified, then it is possible to enumerate as many bridge port traffic classes as the number of selected 5QIs.

Once the TSN system has received the necessary information, it proceeds to calculate scheduling and paths. The configuration information is then set in the bridge per port and per traffic class. The most relevant information received is the scheduling for every traffic class and port of the bridge. At this point, it is possible to retrieve the real QoS requirements by identifying the traffic class of the port. Then the traffic class to 5QI mapping can be performed using the QoS mapping table in the TSN AF. Subsequently, the TSC QoS flow can be configured using the 5QI retrieved from the QoS mapping table. This feedback approach uses the reported information to the TSN system and the feedback of the configuration information coming from the TSN system to perform the mapping and configuration in the 5GS. The scheduling configuration information per traffic class is mapped to trigger creation/modification of a QoS flow in 5GS.

END OF CHANGES
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