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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc20204396]5.2.2	AMF Services
[bookmark: _Toc20204397]5.2.2.1	General
The following table shows the AMF Services and AMF Service Operations.
Table 5.2.2.1-1: List of AMF Services
	Service Name
	Service Operations
	Operation
Semantic
	Known Consumer(s)

	Namf_Communication
	UEContextTransfer
	Request/ Response
	Peer AMF

	
	CreateUEContext
	Request/ Response
	Peer AMF

	
	ReleaseUEContext
	Request/ Response
	Peer AMF

	
	RegistrationCompleteNotify
	Subscribe / Notify
	Peer AMF

	
	N1MessageNotify
	Subscribe / Notify
	SMF, SMSF, PCF, LMF, Peer AMF

	
	N1MessageSubscribe
	
	SMF, SMSF, PCF

	
	N1MessageUnSubscribe
	
	SMF, SMSF, PCF

	
	N1N2MessageTransfer
	Request/ Response
	SMF, SMSF, PCF, LMF

	
	N1N2TransferFailureNotification
	Subscribe / Notify
	SMF, SMSF, PCF, LMF

	
	N2InfoSubscribe
	Subscribe / Notify
	NOTE 1

	
	N2InfoUnSubscribe
	
	NOTE 1

	
	N2InfoNotify
	
	AMF, LMF

	
	EBIAssignment
	Request/Response
	SMF

	
	AMFStatusChangeSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeUnSubscribe
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	
	AMFStatusChangeNotify
	Subscribe / Notify
	SMF, PCF, NEF, SMSF, UDM

	Namf_EventExposure
	Subscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF

	
	Unsubscribe
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF

	
	Notify
	Subscribe / Notify
	NEF, SMF, UDM, NWDAF

	Namf_MT
	EnableUEReachability
	Request/Response
	SMSF

	
	ProvideDomainSelectionInfo
	Request/Response
	UDM

	Namf_Location
	ProvidePositioningInfo
	Request/Response
	GMLC

	
	EventNotify
	Subscribe / Notify
	GMLC

	
	ProvideLocationInfo
	Request/Response
	UDM

	
	CancelLocation
	Request/Response
	GMLC

	NOTE 1:	In this Release of the specification no known consumer is identified to use this service operation.



[bookmark: _Toc11154602]* * * * Next change * * * *
[bookmark: _Toc20204431]5.2.3	UDM Services
[bookmark: _Toc20204432]5.2.3.1	General
The following table illustrates the UDM Services and Service Operations.
Table 5.2.3.1-1: NF services provided by UDM
	NF service
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Subscriber Data
	Get
	Request/Response
	AMF, SMF, SMSF, NEF

	Management
	Subscribe
	Subscribe/Notify
	AMF, SMF, SMSF, NEF

	(SDM)
	Unsubscribe
	Subscribe/Notify
	AMF, SMF, SMSF, NEF

	
	Notification
	Subscribe/Notify
	AMF, SMF, SMSF, NEF

	
	Info
	Request/Response
	AMF, NEF

	
	Update
	Request/Response
	NEF

	UE Context
	Registration 
	Request/Response
	AMF, SMF, SMSF

	Management
	DeregistrationNotification
	Subscribe/Notify
	AMF

	(UECM)
	Deregistration
	Request/Response
	AMF, SMF, SMSF

	
	Get
	Request/Response
	NEF, SMSF, GMLC, NWDAF

	
	Update
	Request/Response
	AMF, SMF

	
	PCscfRestoration
	Subscribe/Notify
	AMF, SMF

	UE
	Get
	Request/Response
	AUSF

	Authentication
	ResultConfirmation
	Request/Response
	AUSF

	EventExposure
	Subscribe
	Subscribe/Notify
	NEF (NOTE), NWDAF

	
	Unsubscribe
	
	NEF (NOTE), NWDAF

	
	Notify
	
	NEF (NOTE), NWDAF

	Parameter
	Update
	Request/Response
	NEF

	Provision
	Create
	Request/Response
	NEF

	
	Delete
	Request/Response
	NEF

	
	Get
	Request/Response
	NEF

	NIDDAuthorisation
	Get
	Request/Response
	NEF

	
	UpdateNotify
	Subscribe/Notify
	NEF

	NOTE:	Other NFs are allowed to consume the service based on roaming agreement or operator policy.



* * * * Next change * * * *
[bookmark: _Toc20204437]5.2.3.2.4	Nudm_UECM_Get service operation
Service operation name: Nudm_UECM_Get.
Description: The NF consumer requests the UDM to get the NF ID or SMS address of the NF serving the UE. For example, to retrieve data from SMF or AMF related to a specific UE, the NWDAF shall first request the UDM to determine which SMF instance or AMF instance are serving this UE.
Inputs, Required: UE ID, NF Type, Access Type.
-	Access Type is included only when the NF type indicates AMF.
Inputs, Optional: None.
Outputs, Required: SUPI, NF ID or SMS address of the NF corresponding to the NF type requested by NF consumer.
Outputs, Optional: None.
* * * * Next change * * * *
[bookmark: _Toc20204472]5.2.5	PCF Services
[bookmark: _Toc20204473]5.2.5.1	General
The following table illustrates the PCF Services.
Table 5.2.5.1-1: NF services provided by PCF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer (s)

	Npcf_AMPolicyControl
	Create
	Request/Response
	AMF

	
	Update
	Request/Response
	AMF

	
	UpdateNotify
	Subscribe/Notify
	AMF

	
	Delete
	Request/Response
	AMF

	Npcf_Policy Authorization
	Create
	Request/Response
	AF, NEF

	
	Update
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Notify
	Subscribe/Notify
	AF, NEF, NWDAF

	
	Subscribe
	
	AF, NEF, NWDAF

	
	Unsubscribe
	
	AF, NEF, NWDAF

	Npcf_SMPolicyControl
	Create
	Request/Response
	SMF

	
	UpdateNotify
	Subscribe/Notify
	SMF

	
	Update
	Request/Response
	SMF

	
	Delete
	Request/Response
	SMF

	Npcf_BDTPolicyControl
	Create
	Request/Response
	NEF

	
	Update
	Request/Response
	NEF

	
	Notify
	
	NEF

	Npcf_UEPolicyControl
	Create
	Request/Response
	AMF, V-PCF

	
	Update
	Request/Response
	AMF, V-PCF

	
	UpdateNotify
	Subscribe/Notify
	AMF, V-PCF

	
	Delete
	Request/Response
	AMF, V-PCF

	Npcf_EventExposure
	Subscribe
	Subscribe/Notify
	NEF, NWDAF

	
	Unsubscribe
	
	

	
	Notify
	
	



* * * * End of changes * * * *
[bookmark: _Toc20204686]5.2.13	BSF Services
[bookmark: _Toc20204687]5.2.13.1	General
The following table shows the BSF Services and Service Operations:
Table 5.2.13.1-1: NF services provided by the BSF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nbsf_management
	Register
	Request/Response
	PCF

	
	Deregister
	Request/Response
	PCF

	
	Discovery
	Request/Response
	NEF, AF, NWDAF

	
	Update
	Request/Response
	PCF



* * * * End of changes * * * *


