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**** First Change ****
[bookmark: _Toc20204721]5.2.18	UCMF Services
[bookmark: _Toc20204722]5.2.18.1	General
The following table illustrates the UCMF Services.
Table 5.2.18.1-1: NF services provided by UCMF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nucmf_Provisioning
	Create
	Request/Response
	AF, NEF

	
	Delete
	Request/Response
	AF, NEF

	
	Flush
	Request/Response
	AF, NEF

	Nucmf_UECapabilityManagement
	Resolve
	Request/Response
	AMF

	
	Assign
	Request/Response
	AMF

	
	Subscribe
	Subscribe/Notify
	AMF

	
	Unsubscribe
	Subscribe/Notify
	AMF

	
	Notify
	Subscribe/Notify
	AMF



[bookmark: _Toc20204723]5.2.18.2	Nucmf_Provisioning service
[bookmark: _Toc20204724]5.2.18.2.1	Nucmf_Provisioning_Create service operation
Service operation name: Nucmf_Provisioning_Create.
Description: The consumer creates a UCMF dictionary entry(s) for a Manufacturer-assigned UE Radio Capability ID(s).
Inputs (required): UE Radio Capability ID(s), set(s) of UE radio access capabilitiesy, Type Allocation Code.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
[bookmark: _Toc20204725]5.2.18.2.2	Nucmf_Provisioning_Delete service operation
Service operation name: Nucmf_Provisioning_Delete.
Description: The consumer deletes a UCMF dictionary entry(s) for a Manufacturer-assigned UE Radio Capability ID(s).
Inputs (required): UE Radio Capability ID (s) of the UCMF dictionary entry(s) to be deleted, Type Allocation Code.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
**** Next Change ****
[bookmark: _Hlk11755638][bookmark: OLE_LINK9][bookmark: _Toc524946040]5.2.18.2.x	Nucmf_Provisioning_Flush service operation
Service operation name: Nucmf_Provisioning_Flush.
Description: The consumer flushes all of UCMF dictionary entries for all of Manufacturer-assigned UE Radio Capability IDs.
Inputs (required): The UCMF dictionary entries for all of the UE Radio Capability ID to be deleted.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
**** Next Change ****
[bookmark: _Toc20204731]5.2.18.3.5	Nucmf_UECapabilityManagement_Notify service operation
Service Operation name: Nucmf_UECapabilityManagement_Notify
Description: Producer NF provides notifications about creation or deletion of UCMF dictionary entries to subscribed consumer NF.
Inputs, Required: Notification Type ("creation", "deletion", "flush").
Inputs, Optional: If Notification Type is set to "creation": One or more UCMF dictionary entries, each UCMF dictionary entry consisting of a UE Radio Capability ID and the corresponding UE radio access capability. If Notification Type is set to "deletion": One or more UE Radio Capability IDs. If Notification Type is set to "flush": All UE Radio Capability IDs.
Outputs, Required: None.
Outputs, Optional: None.

**** End of Changes ****

