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	Reason for change:
	In the current release, both Gx interface and N7 interface have been defined for policy and charging control of GERAN/UTRAN/E-UTRAN and E-UTRAN/NR combination respectively. While operators may want to simplify the network deployment and reduce the operational complexity of PGW-C/GGSN/SMF and the interface between PGW-C/GGSN/SMF and PCF/PCRF.
With such consideration, the PGW needs to support N7 interface to interact with PCF, and support the functionalities required for GERAN/UTRAN access, e.g. the mapping from EPS QoS information to R99 QoS information, as defined in Annex E.

	
	

	Summary of change:
	An annex is added to describe the support of N7 interface for GERAN/UTRAN access. 
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	The PGW/GGSN/SMF has to support both Gx and N7 interfaces for policy control.
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[bookmark: _Toc19172158]Annex YY (normative):
Support of N7 interface for Mobility between GERAN/UTRAN and E-UTRAN
During the mobility between GERAN/UTRAN and E-UTRAN, the anchored PGW may support N7 interface, as defined in the TS 23.501 [83], TS 23.502 [84] and TS 23.503 [88], to interact with PCF for Policy and Charging Control. 
In case the UE accesses via GERAN/UTRAN, the PGW performs as defined in Annex ZZ of the TS 23.060 [7].
In case the UE accesses via E-UTRAN, the PGW performs as defined in clause 4.11.0a.2 of the TS 23.502 [84].
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