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	Consequences if not approved:
	The PCF and the N7 internface cannot be used for GERAN/UTRAN accessPGW/GGSN has to support both Gx and N7 interfaces for policy control.

	
	

	Clauses affected:
	Annex YY (New)

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc19172158]Annex YY (normative):
Support of N7 interface for Mobility between GERAN/UTRAN and E-UTRAN
The PGW may support N7 interface, as defined in the TS 23.501 [83], TS 23.502 [84] and TS 23.503 [88], to interact with PCF for Policy and Charging Control 

When the UE moves between E-UTRAN and GERAN/UTRAN, the PGW interacts with PCF  as defined in clause 4.11.0a.2 of TS 23.502 [84].
[bookmark: _GoBack]NOTE 1: When UE access EUTRAN (e.g. during initial attach and UE requested PDN connectivity), and N7 is used, the behaviour is as defined in clause 4.11 of TS 23.502 [84].
In addition, the PGW may also support N40 interface to interact with CHF for charging management.
* * * * End of changes * * * *

