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FIRST CHANGE
[bookmark: _Toc20204724][bookmark: _Toc27895438][bookmark: _Toc20204595][bookmark: _Toc27895296]5.2.6.17.2	Nnef_UCMFProvisioning_Create operation
Service operation name: Nnef_UCMFProvisioning_Create
Description: The consumer creates a UCMF dictionary entry for a Manufacturer-assigned UE Radio Capability ID via the NEF.
Inputs (required): UE Radio Capability ID, UE radio access capability.
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
The AF provides the UCMF the distionay entry(s) for Manufacturer-assigned UE Radio Capability ID(s) with the UE Radio Capability encapsulated in a continer as defined in TS38.331 and provides the format indication (i.e.TS 38.331 or TS 36.331).
Second CHANGE
5.2.18.2.1	Nucmf_Provisioning_Create service operation
Service operation name: Nucmf_Provisioning_Create.
Description: The consumer creates a UCMF dictionary entry(s) for a Manufacturer-assigned UE Radio Capability ID(s).
Inputs (required): UE Radio Capability ID(s), set(s) of UE radio access capabilities, Type Allocation Code(s).
Inputs (optional): None.
Outputs (required): None.
Outputs (optional): None.
The AF provides the UCMF the distionay entry(s) for Manufacturer-assigned UE Radio Capability ID(s) with the UE Radio Capability encapsulated in a continer as defined in TS38.331 and provides the format indication (i.e.TS 38.331 or TS 36.331).
Third CHANGE
[bookmark: _Toc20204727][bookmark: _Toc27895441]5.2.18.3.1	Nucmf_UECapabilityManagement Resolve service operation
Service Operation name: Nucmf_UECapabilityManagement_Resolve
Description: Consumer NF gets the UE radio access capability corresponding to a specific UE Radio Capability ID (either Manufacturer-assigned or PLMN-assigned).
Inputs, Required: UE Radio Capability ID.
Inputs, Optional: None.
Outputs, Required: UE radio access capability.
Outputs, Optional: None.
The UCMF provides UE Radio Capability encapsulated in a continer as defined in TS38.331.
END OF CHANGES

