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[bookmark: _Toc517082226]* * * First change * * * *
[bookmark: _Toc19199102][bookmark: _Toc27821892]5.4.3.3	Priority Level
[bookmark: _GoBack]The Priority Level for NR PC5 has the same format and meaning as the Priority value of the ProSe Per-Packet Priority (PPPP) for LTE PC5 defined in TS 23.285 [8]. In the case of NR PC5, the PDB is derived from the PQI table as defined in clause 5.4.4. In the case of LTE PC5, the PPPP value also reflects the latency requirement and the PDB derivation is according to TS 23.285 [8], i.e. the low PDB is mapped to the high priority PPPP value. On the other hand, in the case of NR PC5, the PDB is derived from the PQI table as defined in clause 5.4.4.
NOTE:	Using the same format for Priority Level and PPPP provides better backward compatibility.
The Priority Level shall be used to different treatment of V2X service data across different mode of communication, i.e. broadcast, groupcast, and unicast. In case when all QoS requirements cannot be fulfilled for all the PC5 service data, the Priority Level shall be used to select for which PC5 service data the QoS requirements are prioritized such that a PC5 service data with Priority Level value N is prioritized over PC5 service data with higher Priority Level values, i.e. N+1, N+2, etc (lower number meaning higher priority).


* * * End of changes * * * *



