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	Reason for change:
	Based the following description in clause 6.3.2:

3.
In the case of roaming, the LMF selects a VGMLC. The LMF then invokes an Nlmf_EventNotify service operation towards the selected VGMLC or (H)GMLC with an indication of the cancelation of location event reporting, the (H)GMLC contact address and LDR reference number.

EventNotify service is used to transfer the cancelation of location event. But this is not described in the Nlmf_Location_EventNotify and Ngmlc_Location_EventNotify services. So it is proposed to add the function in the description of the service operation.

	Summary of change:
	Complementarily specify that EventNotify service operation for LMF and GMLC also may be used to notify of the UE triggered cancellation reporting of periodic or triggered location events.
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***** First Change *****
8.3.2.3
Nlmf_Location_EventNotify service operation

Service operation name: Nlmf_Location_EventNotify.

Service operation description: Allow the consumer NF to get notified about the geodetic and optionally civic location of a target UE when some certain events are detected, either the events implicitly subscribed by the AMF using Nlmf_Location_DetermineLocation service operation or the cancellation of reporting of periodic or triggered location events.
Input, Required: Notification Correlation ID, UE (SUPI and if available GPSI), Type of event.

Input, Optional: Geodetic Location, Civic Location, Position Methods Used (in the case of success indication provided), Notification Target address, Serving LMF identification, Failure Cause (in the case of failure indication provided).
Output, Required: None.
Output, Optional: Success/Failure indication.

See clause 6.3.1 and clause 6.3.2 for examples of usage of this service operation.

***** Second Change *****
8.4.2.4
Ngmlc_Location_EventNotify service operation

Service operation name: Ngmlc_Location_EventNotify
Description: Allow the consumer NF to get notified about the geodetic and optionally civic location of a target UE when some certain events, either the events implicitly subscribed by the AMF using Ngmlc_Location_ProvideLocation service operation, or the cancellation of reporting of periodic or triggered location events, are detected.
Input, Required: Notification Correlation ID, UE (SUPI and if available GPSI), Type of location related event (e.g. deferred location for the UE available event, activation of location for periodic or triggered location, mobility of a target UE to a new AMF or MME for a deferred location).

Input, Optional: Geodetic Location, Civic Location, Position Methods Used (in the case of success indication provided), Failure Cause (in the case of failure indication provided), address of a new AMF or MME.
Output, Required: None.
Output, Optional: None.

See clause 6.3 for example of usage of this service operation.
***** End of Changes *****
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