

	
SA WG2 Meeting #S2-137E	S2-2001945
24 - 27 February, 2020, Elbonia	

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	23.288
	CR
	0128
	rev
	-
	Current version:
	16.2.0
	

	

	[bookmark: _Hlt497126619]For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Corrections to Observed Service Experience analytics

	
	

	Source to WG:
	CATT

	Source to TSG:
	S2

	
	

	Work item code:
	eNA
	
	Date:
	2020-02-17

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	1. For Observed Service Experience analytics, the confidence and valid period are also needed as part of the information for slice service experience prediction. But this is missing from current specification.
2. The Event ID "Service Experience information" should be used by the NWDAF to collect data from the AF/NEF as specified in TS 23.502, instead of "Service Data", in the procedures.

	
	

	Summary of change:
	1. Add confidence (i.e. Probability assertion) and valid period to slice service experience prediction information.
2. Change the Event ID "Service Data" to "Service Experience information", which is used by the NWDAF to collect data from the AF/NEF, in the procedures.

	
	

	Consequences if not approved:
	Incomplete slice service experience prediction information. Wrong Event ID for the NWDAF to collect data from the AF/NEF.

	
	

	Clauses affected:
	6.4.3, 6.4.4, 6.4.5

	“
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1



******************** 1st Change ********************
[bookmark: _Toc19106298][bookmark: _Toc27823111]6.4.3	Output Analytics
The NWDAF services as defined in the clause 7.2 and 7.3 are used to expose the analytics.
-	Service Experience statistics information is defined in Table 6.4.3-1.
-	Service Experience predictions information is defined in Table 6.4.3-2.
Table 6.4.3-1: Service Experience statistics
	Information
	Description

	S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	ServiceExperience (1..n)
	List of observed service experience information for each Application.

	> Application ID
	Identification of the application.

	> Service Experience Type
	Type of Service Experience analytics, e.g. on voice, video, other.

	> Service Experience
	Service Experience over the Analytics target period (average, variance).

	> SUPI list (1..n)
	List of SUPI(s) for each application, applicable only to detailed Service Experience.

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).

	> Spatial validity
	Area where the estimated Service Experience applies.
If Area of Interest information was provided in the request or subscription, spatial validity may be a subset of the requested Area of Interest.

	> Validity period
	Validity period as defined in clause 6.1.3.

	Slice service experience
	Service experience across applications on a Network Slice over the Analytics target period (average, variance).



Table 6.4.3-2: Service Experience predictions
	Information
	Description

	S-NSSAI
	Identifies the Network Slice for which analytics information is provided.

	ServiceExperienceInfo (1..n)
	List of predicted service experience information for each Application.

	> Application ID
	Identification of the application.

	> Service Experience Type
	Type of Service Experience analytics, e.g. on voice, video, other.

	> Service Experience 
	Service Experience over the Analytics target period (average, variance).

	> SUPI list (1..n)
	List of SUPI(s) for each application, applicable only to detailed Service Experience.

	> Ratio
	Estimated percentage of UEs with similar service experience (in the group, or among all UEs).

	> Spatial validity
	Area, where the estimated Service Experience applies.
If Area of Interest information was provided in the request or subscription, spatial validity may be a subset of the requested Areas of Interest.

	> Validity period
	Validity period as defined in clause 6.1.3.

	> Probability assertion
	Confidence of this prediction.

	[bookmark: _GoBack]Slice sService eExperienceInfo
	Service experience across applications on a Network Slice over the Analytics target period (average, variance).

	> Slice service experience
	Service experience across applications on a Network Slice over the Analytics target period (average, variance).

	> Validity period
	Validity period as defined in clause 6.1.3.

	> Probability assertion
	Confidence of this prediction.



The number of Service Experiences and SUPIs is limited by the maximum number of results provided as input parameter.

******************** 2nd Change ********************
[bookmark: _Toc19106299][bookmark: _Toc27823112]6.4.4	Procedures to request Service Experience for an Application


Figure 6.4.4-1: Procedure for NWDAF providing Service Experience for an Application
This procedure allows the consumer to request Analytics ID "Service Experience" for a particular Application. The consumer includes both the Application ID for which the Service Experience is requested and indicates that the Target of Analytics Reporting is "any UE".  At the same time, for an Application ID, a set of initial QoS parameter combinations per service experience window (e.g. one is for 3<Service MOS<4 and another is for 4<Service MOS<5) is defined in PCF (e.g. by configuration of operator policies) that may be updated based on the Service Experience reported by NWDAF.
1.	Consumer NF sends an Analytics request/subscribe (Analytics ID = Service Experience, Target of Analytics Reporting = any UE, Analytics Filter information = (Application ID, Analytics target period S-NSSAI, DNN, Area of Interest)) to NWDAF by invoking a Nnwdaf_AnalyticsSubscription_Subscribe.
2a. NWDAF subscribes the service data from AF in the Table 6.4.2-1 by invoking Nnef_EventExposure_Subscribe or Naf_EventExposure_Subscribe service (Event ID = Service Experience informationService Data, Event Filter information = (Application ID, Area of Interest), Target of Event Reporting = Any UE) as defined TS 23.502 [3].
NOTE 1:	In the case of external AF, NEF translates the requested Area of Interest into a list of geographic zone identifier(s) as described in clause 5.6.7.1 of TS 23.501 [2].
2b.	NWDAF subscribes the network data from 5GC NF(s) in the Table 6.4.2-2 by invoking Nnf_EventExposure_Subscribe service operation.
2c. With these data, the NWDAF estimates the Service experience for the application.
NOTE 2:	QoE measurements from the applications are based on outcome of the ongoing SA5 Rel-16 WID  "Management of QoE measurement collection" which addresses how to collect the QoE measurements from the applications in the UE.
3.	The NWDAF provides the data analytics, i.e. the observed Service Experience (which can be a range of values) to the consumer NF by means of Nnwdaf_AnalyticsSubscription_Notify, indicating how well the used QoS Parameters satisfy the Service MoS agreed between the MNO and the end user or between the MNO and the external ASP.
NOTE 3:	The call flow only shows a request-response model for the interaction of NWDAF and consumer NF for simplicity instead of both request-response model and subscription-notification model.
If the consumer NF is PCF and it determines that the application SLA is not satisfied, it may take into account the Observed Service Experience and the operator policies including SLA and required Service Experience (which can be a range of values) to determine new QoS parameters to be applied for the service, as defined in clause 6.1.1.3 and clause 6.2.1.2, TS 23.503 [4].
NOTE 4:	The non-real time data information from AF includes the service experience data (see Table 6.4.2-1), which indicates the service quality during the service lifetime.
[bookmark: _Toc19106300][bookmark: _Toc27823113]6.4.5	Procedures to request Service Experience for a Network Slice


Figure 6.4.5-1: Procedure for NWDAF providing Service Experience for a UE or a group of UEs in a Network Slice
This procedure is similar to the procedure in clause 6.4.4, with the following differences. The consumer needs to request the Analytics ID "Service Experience" for all UEs or a group of UEs on a Network Slice, identified by an S-NSSAI. In addition, service experience data may need to be collected from multiple Applications. If each Application is hosted in a separate AF, NWDAF subscribes the service data in the Table 6.4.2-1 from the different AFs by invoking Nnef_EventExposure_Subscribe or Naf_EventExposure_Subscribe services for each Application (Event ID = Service Experience informationService Data, Event Filter information = (Application ID, Area of Interest), Target of Event Reporting = Any UE) as defined TS 23.502 [3]. Figure 6.4.5-1 shows an example procedure with two AFs.
If one AF provides the service experience data of multiple Applications, the set of Application IDs is provided by NWDAF to the AF with the Naf_EventExposure_Subscribe service operation, as defined TS 23.502 [3].
NOTE:	The call flow only shows a request-response model for the interaction of NWDAF and consumer NF for simplicity instead of both request-response model and subscription-notification model.
The Observed Service Experience for a Network Slice when consumed by OAM could be used as described in Annex H of TS 28.550 [7].

******************** End of Changes ********************
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