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[bookmark: _Toc19106331][bookmark: _Toc27823144]* * * * First change * * * *

[bookmark: _Toc20204317][bookmark: _Toc27895009]4.22.9	Connection, Registration and Mobility Management procedures
[bookmark: _Toc20204318][bookmark: _Toc27895010]4.22.9.1	Registration procedures
The signalling flow for a Registration is based on the signalling flow in Figure 4.2.2.2.2-1 with the following differences and clarifications:
-	In step 1, if the UE wants to re-activate the user plane of the MA PDU Session(s) over the access the Registration message is sent to, the UE indicates PDU Session ID(s) of the MA PDU Session(s) in the List Of PDU Sessions To Be Activated.
	If the UE locally releases the MA PDU Session(s) in both accesses, the UE indicates it in the PDU Session Status. If the AMF receives the PDU Session Status and finds mismatch, regardless of roaming mode of the MA PDU Session(s) (i.e. non-roaming, local breakout roaming, home routed roaming in the same PLMN or home routed roaming in different PLMNs), the AMF invokes Nsmf_PDUSession_ReleaseSMContext service towards the SMF(s) in order to release any network resources related to the MA PDU Session(s).

-	In step 22, if the AMF indicates that the PDU Session(s) has been released in the PDU Session Status to the UE in Registration Accept message, the UE removes locally any internal resources related to the MA PDU Session(s) that are not marked as established. If the Registration Accept message does not contain MA PDU Session Support indicator and the PDU Session Status in the Registration Accept message contains the PDU Session ID(s) of MA PDU Session(s), the UE removes locally any internal resources related to the access of the MA PDU Session(s) over which the Registration Accept message was received.

* * * * End of changes * * * *

