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[bookmark: _Toc19197359][bookmark: _Toc517082226]* * * * First change * * * *
6.1.3.23	Support of integration with Time Sensitive Networking
Time Sensitive Networking (TSN) support is defined in TS 23.501 [2], where the 5GS represents virtual TSN bridge(s) based on the defined granularity model. The TSN AF and PCF interact to perform QoS mapping as described in clause 5.28.4 of TS 23.501 [2].
The PCF may provide the list of the dynamically assigned 5QI values and their explicity signalled QoS Characteristics to the SMF at Sessin Management Policy Association Establishment or modification within the PDU Session related policy information.
The PCF provides the following parameters to the TSN AF: Port Management Container, port numbers associated with the NW-TT and DS-TT, and a UE MAC address (i.e. MAC address of the DS-TT port). The TSN AF may use this information to construct IEEE managed objects, to interwork with IEEE TSN networks.
The TSN AF decides the TSN QoS information (i.e. priority, delay and maximum TSC burst size) based on the received the configuration information of 5GS Bridge from the CNC as defined in clause 5.28.2 of TS 23.501 [2] and the bridge delay information at the TSN AF. 
The TSN AF provides an Application Identifier, to allow PCF to determine the ARP and other QoS parameter if not derived from the TSN QoS information and the GBR and MBR values requested for each Flow Description.
The PCF receives a request from the TSN AF that includes UE MAC address (i.e. MAC address of the DS-TT port) for PDU session and the TSN QoS parameters, i.e. priority and delay. The PCF performs Session binding using the UE MAC address, and then the PCF derives the TSN QoS parameters into a 5QI. 
The PCF generates one or severala PCC Rule(s) with service data flow filter containing the UE MAC address including the Flow Description(s), the derived QoS information including and the mapped 5QI. The SMF binds the PCC Rule to a QoS Flow as defined in clause 6.1.3.2.4. 
* * * * End of changes * * * *

