SA WG2 Meeting #137E
S2-2002083
Feb 24 - 28, 2020, Elbonia
Title:
[DRAFT]
 LS on UE radio capability format
Response to:

Release:
Release 16
Work Item:
RACS
Source:
OPPO

To:
RAN3, RAN2
Cc:
CT4
Contact Person:


Name:
Jianhua Liu
E-mail Address:
liujianhua@oppo.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org
Attachments:
1. Overall Description:
In the context of RACS, SA2 has found that the UE radio capability (e.g. the field RAT-type) is coded/decoded differently in TS 36.331 and TS 38.331. When RACS is used and CN sends to NG-RAN or E-UTRAN (“RAN node”) the radio capability corresponding to a UE Radio Capability ID, the RAN node does not know which format (i.e. TS 36.331 or TS 38.331) is in use in order to decode the UE radio capability. 
SA2 discussed this issue and have the following questions:
1/ If the UEs radio capabilities are retrieved over E-UTRAN in TS 36.331 format can the eNB that supports RACS format, locally create the TS 38.331 encoding for the same set of radio capabilities and upload it CN? 
2/ In SA2 there were proposals for UCMF to do the translation e.g. when it receives a radio capabilities container encoded in TS 36.331 to “translate” the same set of radio capabilities in TS 38.331 format. In order to assess the feasibility of such approach SA2 would like to understand whether any future changes of UE radio capability information in either TS 36.331 or TS 38.331 will require upgrades in UCMF?
1) 
· 
· 

2) 
· 
· 
· 
· 
2. Actions:

To 3GPP RAN2, RAN3:
ACTION:
SA2 kindly would like RAN2/RAN3 to provide answers to the above questions and also provide any feedback necessary.
3. Date of Next TSG-WG2 Meetings:
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