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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc19199108][bookmark: _Toc27821898][bookmark: _Toc19199110][bookmark: _Toc27821900][bookmark: _Toc19199144][bookmark: _Toc27821934]5.4.5	QoS handling for V2X communication over Uu reference point
[bookmark: _Toc19199109][bookmark: _Toc27821899]5.4.5.1	General
The V2X service data can be delivered via Non-GBR QoS Flow as well as GBR QoS Flow (i.e. using the GBR resource type or the Delay-critical GBR resource type) as specified in TS 23.501 [6].
5.4.5.2	Notification on QoS Sustainability Analytics to the V2X Application Server
5.4.5.2.1	General
A V2X Application Server may request notifications on QoS Sustainability Analytics for an indicated geographic area and time interval in order to adjust the application behaviour in advance with potential QoS change. The V2X Application Server may also request past statistical information for the purposes of adjustment of the application, how V2X Application Server makes use of such data is outside of 3GPP scope. Clause 6.4.1 describes the procedure for such notification from 5GS.
5.4.5.2.2	Functional description
The potential QoS change to assist application adjustment is based on the notification of QoS Sustainability Analytics defined in clause 6.9 of TS 23.288 [20]. The V2X Application Server acting as an Application Function communicates with the NEF which corresponds to the NF consumer in clause 6.9.4 of TS 23.288 [20].
The V2X Application Server can either subscribe to notifications from the NEF (i.e., a Subscribe-Notify model) or request a single notification from the NEF (i.e. a Request-Response model). The V2X Application Server request contains the following parameters:
-	Analytics ID = "QoS Sustainability";
-	Target of Analytics Reporting: "any UE";
-	Analytics Filter Information:
-	Optional maximum number of results;
-	QoS requirements:
[bookmark: _GoBack]-	5QI (standardized or pre-configured), and applicable additional QoS parameters and the corresponding values (conditional, i.e., it is needed for GBR 5QIs to know the GFBR); or
-	the QoS Characteristics attributes Resource Type, PDB and PER and their values (conditional, i.e. it is needed for GBR and Delay-critical GBR Resource Type to know the GFBR); or 5QI (standardized or pre-configured) and applicable additional QoS parameters and the corresponding values (conditional, i.e. it is needed for GBR 5QIs to know the GFBR); with a standardized 5QI value or an operator-defined values;
NOTE:	The V2X Application Server could provide the 5QIs as input based on SLA with the operator which authorizes the V2X Application Server to use certain 5QIs and to use the QoS Sustainability Analytics only for them.
-	Location information (the details are specified in TS 23.288 [20] clause 6.9.1);
-	Analytics target period (the details are specified in TS 23.288 [20] clause 6.9.1);
-	S-NSSAI (optional, if available in the V2X Application Server).
-	Reporting Threshold(s) (the details are specified in TS 23.288 [20] clause 6.9.1);
-	In a subscription, the Notification Correlation Id and the Notification Target Address.
-	S-NSSAI (optional, if available in the V2X Application Server).
* * * * Second change * * * *
6.4	Procedures for V2X communication over Uu reference point
[bookmark: _Toc19199145][bookmark: _Toc27821935]6.4.1	Procedure for notification on QoS Sustainability Analytics to the V2X Application Server
Figure 6.4.1-1 depicts a procedure for notification on QoS Sustainability Analytics to the V2X Application Server.


Figure 6.4.1-1: Notification on QoS Sustainability Analytics to the V2X Application Server
1.	The V2X Application Sever derives information on V2X service, location information (an area or path of interest), path start time and QoS requirements and reporting threshold(s). The location information path can be in the form of geographic coordinates to reflect a list of waypoints.
NOTE 1:	Step 1 is outside 3GPP scope. The V2X Application Server can derive this, for example, based on information provided by the UE(s) or the V2X Application Server uses locally configured information.
2.	The V2X Application Server subscribes to or requests notification on QoS Sustainability Analytics provided by NWDAF via NEF by invoking Nnef_AnalyticsExposure_Subscribe service operation as defined in clause 6.1.1.2 of TS 23.288 [20] or Nnef_AnalyticsExposure_Fetch service operation as defined in clause 6.1.2.2 of TS 23.288 [20]. The parameters included in the request are described in clause 5.4.5.2.2.
	The V2X Application Server may include multiple sets of parameters in order to provide different combinations of "Location information" and "Time information" when requesting notification on QoS Sustainability Analytics. That is, one request may include multiple sets of parameters to reflect different timescales that may assist the V2X Application Server for monitoring of a path of interest. 
NOTE 2:	The parameters are assigned by V2X Application Server in such a way that when receiving the response on the analytics it is expected that there is sufficient time interval to complete V2X application adjustment before potential QoS change happens. 
NOTE 23:	The request made by the V2X Application Server does not have to be per UE. In order to make a request for multiple UEs, the V2X Application Server can perform mapping between individual UE path requests and subscription to notification per path/road segment. Whether a request is generated for a UE or multiple UEs, and how to set the parameters included in the request and triggers for such request are up to the V2X Application Server implementation and outside of the scope of 3GPP.
3.	When the NEF receives the request from the V2X Application Server, the NEF interacts with the NWDAF as described in the procedure in clause 6.9.4 of TS 23.288 [20]. The NEF shall map the QoS Characteristics attributes including Resource Type, PDB and PER received from the V2X Application Server to the most appropriate 5QI that is supported by the network if the V2X application server does not provide 5QI. If 5QI is provided by the V2X Application Server, NEF does not perform such mapping. The NEF may map other parameters included in the request from the V2X Application Server to information used by the 3GPP system.
4.	If the NEF receives the response from the NWDAF, the NEF notifies the V2X Application Server with the analytics information on QoS Sustainability Analytics by invoking Nnef_AnalyticsExposure_Notify service operation for a Subscribe-Notify model as defined in clause 6.1.1.2 of TS 23.288 [20] or Nnef_AnalyticsExposure_Fetch service operation for a Request-Response model as defined in clause 6.1.2.2 of TS 23.288 [20].
5.	V2X application adjustment may take place.
NOTE 34:	Step 5 is outside 3GPP scope. V2X application adjustment can take place at UE and/or V2X Application Server, e.g. adjust inter-vehicle gap, change video codec parameters, etc. For the case that the V2X Application Server uses the request for multiple UEs in step 2, the V2X Application Server can perform the V2X application adjustment for every UE corresponding to the request.
* * * * End of changes * * * *
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