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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc27896474][bookmark: _Toc19197321]6.1.1.3	Policy decisions based on network analytics
Policy decisions based on network analytics is a function that allows PCF taking actions related to the network analytics reported by the NWDAF as defined in TS 23.288 [24]. The requested and reported analytics type are identified by an analytics ID and the scope of the analytics type is identified by the Analytics Filter, as defined in TS 23.288 [24].
The PCF may subscribe to notifications of slice load level analytics using the Nnwdaf_AnalyticsSubscription_Subscribe service operation including the Analytics ID "load level information", the Analytics Filter "network slice instance" and the Analytics Reporting Information set to either a threshold value or a time period.
When the Analytics Reporting Information is set to a threshold value, then the NWDAF notifies the PCF when the load level for the network slice instance is above the threshold and then when the load level is below the threshold. When the Analytics Reporting Information is set to a time period, then the NWDAF notifies the PCF at the time the time period is reached. Notifications are performed using Nnwdaf_AnalyticsSubscription_Notify service operation including the Analytics ID "load level information", the Analytics Filter "network slice instance" and the load level information. The PCF may cancel a subscription to network analytics using Nnwdaf_AnalyticsSubscription_Unsubscribe service operation.
The PCF may request a report of a specific Analytics ID from the NWDAF using the Nnwdaf_AnalyticsInfo_Request service operation. The NWDAF provides the load level information to the PCF at the time of the request.
The PCF may use the NWDAF service to retrieve the observed service experience (i.e. the average observed Service MoS) as described in clause 6.4 of TS 23.288 [24].
The PCF may use the NWDAF service to retrieve the network performance information (i.e. the load, communication and mobility performance in an Area of Interest) as described in clause 6.4 of TS 23.288 [24].
The PCF may use the NWDAF service to retrieve the abnormal UE behaviour information as described in clause 6.7.5 of TS 23.288 [24].
The PCF may use the NWDAF service to retrieve the QoS sustainability information as described in clause 6.9 of TS 23.288 [24].
The PCF uses the network analytics as input to its policy decision to apply operator defined actions for example for the UE context(s) or PDU session(s).
 * * * * End of changes * * * *


