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FIRST CHANGE  - Note for the proposal is to remove the following changes in clause 10.1. The clause is kept with the scope to shown which is the proposal.
[bookmark: _Toc19107228][bookmark: _Toc27841000]10.1	User Location Information
The User Location Information may correspond to:
-	In the case of W-5GCAN: HFC node ID.
NOTE 1:	HFC node ID identifies the point of attachment of the 5G-CRG.
-	In the case of W-5GBAN: Line ID and operator identifier of the operator administrating the Line ID value.
NOTE 2:	A combination of Line ID and operator identifier identifies the attachment point of the 5G-BRG.

-	In the case of 5G-RG connected via 3GPP access: Cell Information (as described in TS 23.502 [3] clause 4.10 and TS 23.401 [24] clause 5.9.1).


NEXT CHANGE (2)

[bookmark: _Toc27840866]4.7.x	Dedicated RAT types for Wireline access
The AMF, as described in TS 23.501 [2] clause 5.3.2.3, determines the RAT Type for Wireline access, taking into account the Global W-AGF Node ID (corresponding to the W-BAGF or to the W-CAGF) and possibly ULI information provided by the W-AGF. This RAT Type  allowsto distinguish between Wireline access based on CableLabs specifications and  Wireline- access based on BBF specification .



NEXT CHANGE (4)
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