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1. Overall Description:

SA2 thanks BBF for their LS about the general status of WWC work and for the documents under Straw Ballot. 
Considering that current SA2 meeting is only electronic, SA2 will provide feedback on the documents under Straw Ballot earliest after next meeting planned in April.
With regarding your question on RAT Type: 
SA2 answer: the information on whether the access is DSL or GPON is assumed to be determined by the W-AGF and sent by W-AGF to AMF over N2 in ULI (user Location Information) associated with a N2 session. It is translated into RAT Type by the AMF (considering also the W-AGF Global Identity) and the RAT Type is propagated via existing 5GC mechanisms to SMF, PCF and CHF (Charging Function). It may then be used by 5GC e.g. for determination of what AMBR values or charging parameters to apply.). 
Question to BBF: SA2 would kindly ask to BBF to confirm whether the W-AGF is able to determine the access technology to which the RG is connected to and whether this information may be used for determining and enforcing the QoS (as described above) .

Removal of support of 5G-S-TMSI

SA2 has approved the removal of 5G-S-TMSI support in AS protocol in order to align with non-3GPP accesses in general, so the 5G-RG is no more required to add this parameter, but AS protocol shall support the transmission of GUAMI from 5G-RG to W-AGF. Consequently, the selection of AMF is performed considering the GUAMI, if available, as defined TS 23.316 and TS 23.501. The content of the two parameters are however overlapping, e.g. they both contain AMF Set ID and AMF Pointer.
AGF and FMIF
SA2 thanks BBF for the feedback and at this time not distinction is introduced in TS 23.316 between AGF and FMIF a part capturing the related specification. Both are considered from 3GPP point of view as different implementation of W-AGF.

SA2 may provide further feedback on BBF WT-456 and WT-470 at its next meeting
2. Actions:

To BBF group.

ACTION: 
SA2 kindly asks BBF to take the above information into account and to answer to the “Question to BBF”. 
3. Date of Next TSG SA WG2 Meetings:

TSG-SA2 Meeting #138

20 – 24 Apr 2020

Dubrovnik, Croatia

TSG-SA2 Meeting #139

25 – 29 May 2020

TBD
