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FIRST CHANGE
[bookmark: _Toc19082421][bookmark: _Toc27816364][bookmark: _Toc19082436][bookmark: _Toc27816379]4.1.4	Architectural Principles for 5G-SRVCC to UTRAN
The solution for 5G-SRVCC fulfils the requirements of TS 22.278 [9] and the following architectural principles:
1.	The solution shall not require UE with multiple RATs capability to simultaneously signal on two different RATs.
2.	RAT change and domain selection should be under network control.
3.	NG-RAN to UTRAN CS handover for 5G-SRVCC is triggered by radio handover conditions.
4.	All IMS sessions that may be subject to 5G-SRVCC shall be anchored in the IMS (SCC AS).
5.	In roaming cases, the VPLMN shall be able to control the RAT/domain selection and change while taking into account any related HPLMN policies for IMS sessions with voice media.

NEXT CHANGE
4.2.7	NG-RAN to 3GPP UTRAN 5G-SRVCC
For facilitating session transfer (SRVCC) of the voice component to the CS domain, the IMS multimedia telephony sessions needs to be anchored in the IMS.
For 5G-SRVCC from NG-RAN to UTRAN, AMF first receives the handover request from NG-RAN with the indication that this is for 5G-SRVCC handling, and then AMF sends the forward relocation request with 5G-SRVCC handling HO Iindication to MME_SRVCC together with STN-SR and C-MSISDN. This MME_SRVCC then triggers the SRVCC procedure with the MSC Server enhanced for SRVCC via the Sv reference point. AMF is aware of which PDU session is used for IMS session based on the DNN. The MSC Server enhanced for SRVCC then initiates the session transfer procedure to IMS and coordinates it with the CS handover procedure to the target cell (as in other SRVCC cases). MSC Server enhanced for SRVCC then sends PS-CS handover Response to MME_SRVCC, which includes the necessary CS HO command information for the UE to access the UTRAN. MME_SRVCC sends the forward relocation response message including this information to AMF. AMF sends the Handover Command to NG-RAN and NG-RAN sends the Handover Command to UE.
After UE moves to UTRAN and AMF receives the forward relocation complete, AMF requests PDU session release for all the PDU session.


Figure 4.2.7-1: Overall high level concepts for 5G-SRVCC from NG-RAN to UTRAN
This specification introduces an additional function to those defined in the 5GC architecture in TS 23.501 [48] for 5G-SRVCC. This additional function is provided by the MSC Server (i.e., MSC Server enhanced for SRVCC) and the MME_SRVCC.
NOTE 1:	The following figureFigure 4.2.7-1 only shows the necessary components related to 5G-SRVCC.
NOTE 2:	MSC Server shown in the figure is enhanced for SRVCC.
NOTE 3:	This architecture also applies to roaming scenario (i.e. N16, N9 are not impacted due to SRVCC).
NOTE 4:	The MSC Server enhanced for SRVCC may not be the final target MSC which connects to the target cell.

NEXT CHANGE
[bookmark: _Toc19082446][bookmark: _Toc27816389]5.2.6	NG-RAN to 3GPP UTRAN 5G-SRVCC architecture
This specification introduces an additional function to those defined in the 5GC architecture in TS 23.501 [48] for 5G-SRVCC. This additional function is provided by the MSC Server (i.e., MSC Server enhanced for SRVCC) and the MME_SRVCC.
NOTE 1:	The following figure only shows the necessary components related to 5G-SRVCC.
NOTE 2:	MSC Server shown in the figure is enhanced for SRVCC.
NOTE 3:	This architecture also applies to roaming scenario (i.e., N16, N9 are not impacted due to SRVCC).
NOTE 4:	The MSC Server enhanced for SRVCC may not be the final target MSC which connects to the target cell.


Figure 5.2.6-1: 5G-SRVCC architecture for NG-RAN to 3GPP UTRAN

NEXT CHANGE
[bookmark: _Toc19082461][bookmark: _Toc27816404]5.3.3.4	MME_SRVCC
MME_SRVCC supporting the 5G-SRVCC handover from NG-RAN to 3GPP UTRAN shall at minimum support the inter-RAT handover from NG-RAN to E-UTRAN as described in TS 23.502 [45] and SRVCC from E-UTRAN to UTRAN without PS HO procedure as described in clause 6.2.2.1A with the following additions and clarifications:
-	Triggers SRVCC without PS HO procedure according to "5G-SRVCC HO Indication" received from AMF.
-	Selects a MSC server according to the Target ID received from AMF.
-	Converts the message between N26 interface and Sv interface.
-	Stores the association between Sv interface and N26 interface for the UE, forwards signalling between AMF and MSC Server/SGSN.
-	Releases the association between Sv interface and N26 interface for the UE after PS to CS Complete ACK message.

NEXT CHANGE
[bookmark: _Toc19082485][bookmark: _Toc27816428]5.3.9	UDM
UDM/HSS includes STN-SR and C C-MSISDN as part of the subscription data sent to the AMF. If the STN-SR is present, this indicates the UE is 5G-SRVCC subscribed.

NEXT CHANGE
[bookmark: _Toc19082497][bookmark: _Toc27816440]5.4.7	AMF - MME_SRVCC
For 5G-SRVCC, the N26 reference point which is defined in TS 23.501 [48] allows handover signalling between AMF and MME_SRVCC with the following additional parameters:
-	5G-SRVCC HO indicatorIndication,
-	STN-SR,
-	C-MSISDN,
-	supported Supported codecCodec IE, and
-	MS ClassMark 2
[bookmark: _Toc27816441]5.4.8	NG-RAN - AMF
For 5G-SRVCC, the N2 reference point which is defined in TS 38.300 [49] allows handover signalling between NG-RAN and AMF with the following additional parameter:
-	5G-SRVCC HO indicationIndication.
-	5G-SRVCC possible indication.

NEXT CHANGE
[bookmark: _Toc19082532][bookmark: _Toc27816475]6.5	5G-SRVCC from NG-RAN to 3GPP UTRAN
[bookmark: _Toc19082533][bookmark: _Toc27816476]6.5.1	NG-RAN Registration procedure for SRVCC
5GS Registration procedure for 3GPP 5G-SRVCC UE is performed as defined in TS 23.502 [45] with the following additions:
-	5G-SRVCC UE includes the 5G-SRVCC capability indication as part of the "UE Network Capability" in the Registration Request.
-	5G-SRVCC UE includes the MS Classmark 2 and Supported Codecs IE in the Initial Registration message and in the non-periodic Registration messages.
-	UDM/HSS includes STN-SR and C C-MSISDN as part of the subscription data sent to the AMF. If the STN-SR is present, it indicates the UE is 5G-SRVCC subscribed.
-	AMF includes a "5G-SRVCC operation possible" indication in the N2 AP Request, meaning that both UE and AMF are SRVCC-capable.
[bookmark: _Toc19082534][bookmark: _Toc27816477]6.5.2	Service Request procedures for SRVCC
Service Request procedures for 3GPP 5G-SRVCC UE are performed as defined in TS 23.502 [45] with the following additions:
-	AMF includes a "5G-SRVCC operation possible" indication in the N2 AP Request, meaning that both UE and AMF are 5G-SRVCC-capable.
[bookmark: _Toc19082535][bookmark: _Toc27816478]6.5.3	Intra-5GS PS Handover procedure for SRVCC
Intra-5GS handover procedures for 3GPP 5G-SRVCC UE are performed as defined in TS 23.502 [45] with the following additions:
-	MS Classmark 2, STN-SR, C C-MSISDN, and the Supported Codec IE shall be sent from the source AMF to the target AMF if available.
-	The target AMF includes a "5G-SRVCC operation possible" indication in the N2 Handover Request, meaning that both UE and the target AMF are 5G-SRVCC-capable.
For Xn-based handover, the source 5G NG-RAN node includes a "5G-SRVCC operation possible" indication in the Xn-AP Handover Request message to the target 5G NG-RAN node.
[bookmark: _Toc19082536][bookmark: _Toc27816479]6.5.4	5G-SRVCC from NG-RAN to 3GPP UTRAN procedure
Depicted in Figure 6.5-1 is a call flow for 5G-SRVCC from NG-RAN to 3GPP UTRAN.




Figure 6.5-1: 5G-SRVCC from NG-RAN to 3GPP UTRAN call flow
1.	UE establishes the PDU session for IMS.
2.	5G-SRVCC HO is triggered by NG-RAN.
3.	NG-RAN sends a Handover Required (Target ID, generic Source to Target Transparent Container, 5G-SRVCC HO indication) message to the source AMF. The Target ID is the UTRAN RNC-ID. 5G-SRVCC HO indication Indication indicates to AMF that this if for 5G-SRVCC. The Generic Source to Target Transparent Container is the Source RNC to Target RNC Transparent container.
4.	AMF determines the HO is used for 5G-SRVCC by the 5G-SRVCC HO indicationIndication. AMF selects an MME_SRVCC that can have Sv connection to the MSC SERVER/MSC according to the target RNC ID which is included in the Target ID.
NOTE:	The MME_SRVCC selection can be realised through operator's configuration.
5.	AMF sends the forward relocation request (IMSI, Target ID, STN-SR, C-MSISDN, MM Context, Generic Source to Target Transparent Container, 5G-SRVCC HO indicatorIndication, Supported Codec IE, MS ClassMark 2) to MME_SRVCC.
6.	MME_SRVCC initiates the PS-CS handover procedure towards MSC Server. Steps 5 to 13 as specified in Figure 6.2.2.1-1 (referenced by clause 6.2.2.1A SRVCC from E-UTRAN to UTRAN without PS HO) are performed for the PS-CS handover procedure.
7.	MME_SRVCC receives the response message from MSC server after HO preparation is completed. MME_SRVCC sends the Forward Relocation Response message (Target to Source Transparent Container) to AMF.
8.	AMF sends the HO command to NG-RAN.
9.	NG-RAN sends a HO command to the UE. UE detects the 5G-SRVCC HO.
10.	UE tunes to the target UTRAN cell.
11.	Handover Detection at the target RNS occurs, then the target RNS sends Handover Detection message to the target MSC SERVER/MSC.
12.	The UE sends a Handover Complete message via the target RNS to the target MSC SERVER. Steps 19 to 21as specified in Figure 6.2.2.1-1 (referenced by clause 6.2.2.1A SRVCC from E-UTRAN to UTRAN without PS HO) are performed for this handover complete procedure. At this stage, the target MSC SERVER/MSC can send/receive voice data.
13.	MSC SERVER sends MME_SRVCC the SRVCC PS to CS completion.
14.	MME_SRVCC forwards the Forward Relocation completion message which includes the information received in step 13 to AMF.
15.	AMF forwards the Forward Relocation Complete ACK message to MME_SRVCC. AMF releases the UE context related to MME_SRVCC.
16.	MME_SRVCC forwards the PS to CS Complete ACK message to MSC server. MME_SRVCC removes stored UE context. After receives the message, MSC server removes the UE context related to the MME_SRVCC.
17.	AMF performs the PDU session release procedure for all the PDU session(s) which is described in TS 23.502 [45] indicating that the release is due to PS to CS handover for 5G SRVCC.
The IMS service control is described in TS 23.292 [13] when UE accesses in UTRAN cell due to 5G-SRVCC.

END OF CHANGES
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