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	Reason for change:
	“All 5G System capable UEs that connect to NG-RAN support reception of multiple PLMN IDs and per PLMN specific parameters. All SNPN-enabled UEs support reception of multiple combinations of PLMN ID and NID and SNPN-specific parameters”

According to the contents mentioned above in clause 5.18.2, the “5G System capable UE” and ”SNPN-enabled UE” are different kinds of UE. Actually, “SNPN-enabled UE” is one kind of “5G System capable UE”.

Therefore the two sentences mentioned above cause ambiguous UE configurations.

	
	

	Summary of change:
	Correct the above text as “All 5G System capable UEs that connect to NG-RAN support reception of multiple PLMN IDs and per PLMN specific parameters. Additionally, all SNPN-enabled UEs support reception of multiple combinations of PLMN ID and NID and SNPN-specific parameters.”.
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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc27846798][bookmark: _Toc20149999]5.18.2	Broadcast system information for network sharing
If a shared NG-RAN is configured to indicate available networks (PLMNs and/or SNPNs) for selection by UEs, each cell in the shared radio access network shall in the broadcast system information include available core network operators in the shared network.
The Broadcast System Information broadcasts a set of PLMN IDs and/or PLMN IDs and NIDs and one or more additional set of parameters per PLMN e.g. cell-ID, Tracking Areas, CAG Identifiers. All 5G System capable UEs that connect to NG-RAN support reception of multiple PLMN IDs and per PLMN specific parameters. Additionally, aAll SNPN-enabled UEs support reception of multiple combinations of PLMN ID and NID and SNPN-specific parameters.
[bookmark: OLE_LINK2]The available core network operators (PLMNs and/or SNPNs) shall be the same for all cells of a Tracking Area in a shared NG-RAN network.
UEs not set to operate in SNPN access mode decode the broadcast system information and take the information concerning available PLMN IDs into account in PLMN and cell (re-)selection procedures. UEs set to operate in SNPN access mode decode the broadcast system information and take the information concerning available PLMN IDs and NIDs into account in network and cell (re-)selection procedures. Broadcast system information is specified in TS 38.331 [28] for NR, TS 36.331 [51] for E-UTRA and related UE access stratum idle mode procedures in TS 38.304 [50] for NR and TS 36.304 [52] for E-UTRA.
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