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	Reason for change:
	According to clause 6.1.1.3, it is clear to see that: 
The following Analytics IDs are relevant for Policy decisions: "Load level information", "Service Experience", "Network Performance" and "Abnormal behaviour"
……
Therefore, there exist interactions between NWDAF and PCF related to network performance. However, there is no description on these interactions. 
There are cross references between 23.288 and 23.503 that complicates undersanding how it works, and the reading of the TSs.

	
	

	Summary of change:
	Adding reference to 23.288 on how interactions related to network performance between NWDAF and PCF work.

	
	

	Consequences if not approved:
	Incomplete description of the feature for interactions between NWDAF and PCF related to network performance.
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[bookmark: _Toc19197313][bookmark: _Toc27896466][bookmark: _Toc36192634][bookmark: _Toc37076365]5.3.11	Interactions between NWDAF and PCF
The Nnwdaf enables the PCF to subscribe to and be notified on slice load level analytics. The following information are notified by the NWDAF:
-	Identifier of network slice instance;
-	Load level information of network slice instance.
NOTE:	How this information is used by the PCF is not standardized in this release of the specification.
The Nnwdaf enables the PCF to request or subscribe to and be notified on observed service experience (i.e. the average observed Service MoS) as described in clause 6.4 of TS 23.288 [24].
The Nnwdaf enables the PCF to request or subscribe to and be notified on network performance as described in clause 6.6 of TS 23.288 [24].
The Nnwdaf enables the PCF to request or subscribe to and be notified on UE related analytics as described in clause 6.7 of TS 23.288 [24].
The N23 reference point is defined for the interactions between NWDAF and PCF in the reference point representation.
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