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1. Overall Description:

SA2 thanks CT4 for their LS on the SMS and UDM.

SA2 provides the following responses:

Consider introducing the HSS to 3GPP TS 23.501 (and any other applicable specifications) for the purpose of interfacing with the SMS-GMSC/IWMSC/SMS Router

SA2 has agreed the attached CR to 3GPP TS 23.501 (S2-200nnnm), clause 4.4.2, where the HSS is shown to interface with the SMS-GMSC/IWMSC/SMS Router and the HSS interfaces with the UDM over the NU1 interface.

Provide feedback on the 5G-only deployment scenario mentioned above.

Per 23.501, clause 4.2.1, network functions within the 5GC Control Plane shall only use service-based interfaces for their interactions.

A 5G only deployment that uses SMS will have to deploy MAP or Diameter in their network as there is currently no service based alternative defined.

As operators are looking at deploying cloud native 5GCs, introducing MAP/Diameter based protocols in the UDM will make deploying a cloud native UDM more complex.

On the other hand, 3GPP specifies logical Network Functions and interfaces between NFs. Operators and vendors are free to bundle NFs or part of NFs as desirable. Thus an HSS or part thereof, could be bundled with a UDM to satisfy this deployment option.

2. Actions:

To CT4 and CT1:

ACTION: SA2 kindly requests CT4 and CT1 to take the above into account and the related attached CR


3. Date of Next TSG-SA WG2 Meetings:
SA2#139-E 	 June 1-12, 2020
SA2#140	 August 24-28, 2020		
