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[bookmark: _Toc27894895][bookmark: _Toc36191975][bookmark: _Toc20204625][bookmark: _Toc27895331][bookmark: _Toc36192434]4.15.4	Core Network Internal Event Exposure
[bookmark: _Toc20204204][bookmark: _Toc27894896][bookmark: _Toc36191976]4.15.4.1	General
The exposure of events internally within the 3GPP NFs are explained in the following clauses. Only the event notifications that are independent of the ongoing system procedure are specified in this clause. For the event notifications that are part of the system procedure, see the system procedure descriptions under clause 4.2 to clause 4.14.
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* * * Next change * * * 
5.2.7.3.2	Nnrf_NFDiscovery_Request service operation
Service operation name: Nnrf_NFDiscovery_Request
Description: provides the IP address or FQDN of the expected NF instance(s) and, if present in NF profile, the Endpoint Address(es) of NF service instance(s) to the NF service consumer or SCP.
Inputs, Required: one or more target NF service Name(s), NF type of the target NF, NF type of the NF service consumer.
If the NF service consumer intends to discover an NF service producer providing all the standardized services, it provides a wildcard NF service name.
Inputs, Optional:
-	S-NSSAI and the associated NSI ID (if available), DNN, target NF/NF service PLMN ID, NRF to be used to select NFs/services within HPLMN, Serving PLMN ID, the NF service consumer ID, preferred target NF location, TAI.
NOTE 1:	For network slicing the NF service consumer ID is a required input.
-	FQDN for the S5/S8 interface of the PGW-C+SMF, to discover the N11/N16 interface of the PGW-C+SMF in the case of EPS to 5GS mobility.
-	If the target NF stores Data Set(s) (e.g., UDR, BSF): SUPI, IMPI, IMPU, Data Set Identifier(s). (UE) IPv4 address, IP domain or (UE) IPv6 Prefix.
NOTE 2:	If the request includes a subscriber identifier the NRF may need to use the association between the supplied subscriber identifier and the appropriate NF Group ID as described in TS 23.501 [2] clause 6.3.1 to determine the applicable set of NF instances for the response.
NOTE 3:	The (UE) IPv4 address or (UE) IPv6 Prefix is provided for BSF discovery: in that case the NRF looks up for a match within one of the Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes provided by BSF(s) as part of the invocation of Nnrf_NFManagement_NFRegister operation. The NRF is not meant to store individual (UE) IPv4 addresses or (UE) IPv6 prefixes.
-	If the target NF is UDM or AUSF, the request may include the UE's Routing Indicator.
-	If the target NF is AMF, the request may include: 
-	AMF region, AMF Set, GUAMI and Target TAI(s)
.
-	If the target NF is UDR or UDM or AUSF or PCF, the request may include UDR Group ID or UDM Group ID or AUSF Group ID or PCF Group ID respectively.
NOTE 4:	It is assumed that the corresponding NF service consumer is either configured with the corresponding Group ID or it received it via earlier Discovery output.
-	If the target NF is UDM, the request may include SUPI, GPSI, Internal Group ID and External Group ID.
	If the target NF is UPF, the request may include SMF Area Identity, UE IPv4 Address/IPv6 Prefix, supported ATSSS steering functionality
NOTE 5:	The (UE) IPv4 address or (UE) IPv6 Prefix is provided for UPF discovery: in that case the NRF looks up for a match within one of the Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes provided by UPF as part of the invocation of Nnrf_NFManagement_NFRegister operation. The NRF is not meant to store individual (UE) IPv4 addresses or (UE) IPv6 prefixes.
NOTE 6:	Discovering UPF at PDU Session Establishment time and creating the N4 association assumes full connectivity between SMF and UPFs.
-	If the target NF is CHF, the request may include SUPI or GPSI as specified in TS 32.290 [42].
-	If the target NF is PCF or SMF, the request may include the MA PDU Session capability to indicate that a NF instance supporting MA PDU session capability is requested.
-	If the target NF is PCF, the request may include the DNN replacement capability to indicate that a NF instance supporting DNN replacement capability is preferred.
-	If the target NF is NWDAF, the request may include Analytics ID(s) and TAI(s). Details about NWDAF discovery and selection are described in clause 6.3.13, TS 23.501 [2].
-	If the target NF is HSS, the request may include IMPI, and/or IMPU and/or HSS Group ID.
-	If the NF service consumer needs to discover NF service producer instance(s) within an NF instance, the request includes the target NF Instance ID and NF Service Set ID of the producer.
-	If the NF service consumer needs to discover NF service producer instance(s) in an equivalent NF Service Set within an NF Set, the request includes the identification of the equivalent NF service Set and NF Set ID of producer.
NOTE 7:	TS 29.510 [37] specifies the mechanism to identify equivalent NF Service Sets.
-	If the NF service consumer needs to discover NF service producer instance(s) in the NF Set, the request includes the target NF Set ID of the producer.
-	If the target NF is SMF, the request may include: 
-	the UE location (TAI(s))
.
-	If the target NF is P-CSCF, the request may include UE location information, UE IP address/IP prefix, Access Type.
-	If the target NF is NEF, the request may include Event ID(s) provided by AF, and optional AF identification as described in TS 23.288 [50], clause 6.2.2.3. When the consumer is an AF, the request may include an External Identifier, External Group Identifier, or a domain name.
	If the target NF is SMF, the request may include the Contorl Plane CIoT 5GS Optimisation Indication or User Plane CIoT 5GS Optimisation Indication.
Outputs, Required: A set of NF instances, a validity period for the discovery result, containing per NF Instance: NF type, NF instance ID, FQDN or IP address(es) of the NF instance and, a list of services instances, where each service instance has a service name, a NF service instance ID, and optionally Endpoint Address(es)
Endpoint Address(es) may be a list of IP addresses or an FQDN for the NF service instance.
Outputs, Optional: Per NF instance, other information in the NF profile listed in clause 6.2.6 in TS 23.501 [2] related to the NF instance, such as:
-	NF load information.
-	NF capacity information.
-	NF priority information.
-	If the target NF stores Data Set(s) (e.g. UDR): Range(s) of SUPIs, range(s) of GPSIs, range(s) of external group identifiers, Data Set Identifier(s). If the target NF is BSF or P-CSCF: Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes.
NOTE 8:	Range of SUPI(s) is limited in this release to a SUPI type of IMSI as defined in TS 23.003 [33].
-	If the target NF is UDM, UDR, PCF or AUSF, they can include UDM Group ID, UDR Group ID, PCF Group ID, AUSF Group ID respectively.
-	If the target NF is HSS, it can include HSS Group ID.
-	For UDM and AUSF, Routing Indicator.
-	If the target NF is AMF, it includes list of GUAMI(s). In addition, it may include list of GUAMI(s) for which it can serve as backup for failure/maintenance.
-	If the target NF is CHF, it includes primary CHF instance and the secondary CHF instance pair(s).
-	For the UPF Management: UPF Provisioning Information as defined in clause 4.17.6.
-	S-NSSAI(s) and the associated NSI ID(s) (if available).
-	Information about the location of the target NF (operator specific information, e.g. geographical location, data center).
-	TAI(s).
-	PLMN ID.
-	If the target is PCF or SMF, it includes the MA PDU Session capability to indicate if the NF instance supports MA PDU session or not.
-	If the target is PCF, it includes the DNN replacement capability to indicate if the NF instance supports DNN replacement or not.
-	If the target NF is NWDAF, it includes the Analytics ID(s) and NWDAF Serving Area information. Details about NWDAF specific information are described in clause 6.3.13, TS 23.501 [2].
-	NF Set ID.
-	NF Service Set ID.
-	If the target NF is SMF, it may include the SMF(s) Service Area.
NOTE 9:	If no SMF Service Area is provided, the AMF assumes that a SMF can serve the whole PLMN.
-	If the target NF is P-CSCF, it includes P-CSCF FQDN(s) or IP address(es) and optional Access Type(s) associated with each P-CSCF.
-	If the target NF is NEF, it may include Event ID(s) provided by AF.
See clause 4.17.4 and 4.17.5 for details on the usage of this service operation.
* * * Next change * * * 
[bookmark: _Toc27895350][bookmark: _Toc36192453][bookmark: _Toc20204647][bookmark: _Toc27895354][bookmark: _Toc36192457]5.2.8.3	Nsmf_EventExposure Service
[bookmark: _Toc20204644][bookmark: _Toc27895351][bookmark: _Toc36192454]5.2.8.3.1	General
Service description: This service provides events related to PDU Sessions towards consumer NF. The service operations exposed by this service allow other NFs to subscribe and get notified of events happening on PDU Sessions. The following are the key functionalities of this NF service.
-	Allow consumer NFs to Subscribe and unsubscribe for an Event ID on PDU Session(s);
-	Allow the NWDAF to collect data for network data analytics as specified in TS 23.288 [50];
-	Notifying events on the PDU Session to the subscribed NFs; and
-	Allow consumer NFs to acknowledge or respond to an event notification.
The following events can be subscribed by a NF consumer (Event ID is defined in clause 4.15.1):
-	UE IP address / Prefix allocation/change: The event notification may contain a new UE IP address / Prefix or an indication of which UE IP address / Prefix has been released.
-	PDU Session Establishment and/or PDU Session Release.
	The event notification may contain following information:
-	PDU Session Type.
-	DNN.
-	UE IP address/Prefix.
-	UP path change: a notification corresponding to this event is sent when the UE IP address / Prefix and / or DNAI and /or the N6 traffic routing information has changed.
	The event notification may contain following information:
-	the type of notification ("EARLY" or "LATE").
-	for both the source and target UP path between the UE and the DN, the corresponding information is provided when it has changed:
-	DNAI.
-	UE IP address / Prefix.
-	N6 traffic routing information.
NOTE 1:	UP path change notification, DNAI and N6 traffic routing information are further described in TS 23.501 [2] clause 5.6.7.
-	QoS Monitoring for URLLC: the event notification may contain the QoS Monitoring report as described in clause 5.33.3.2 of TS 23.501 [2].
-	Change of Access Type; The event notification contains the new Access Type for the PDU Session.
-	PLMN change; The event notification contains the new PLMN Identifier for the PDU Session.
-	Downlink data delivery status. The event notification contains the status of downlink data buffering in the core network including:
-	First downlink packet per source of the downlink IP traffic in extended buffering and Estimated maximum wait time.
-	First downlink packet per source of the downlink IP traffic discarded.
-	First downlink packet per source of the downlink IP traffic transmitted after previous buffering and/or discarding of corresponding packet(s).
-	QFI allocation: The event notification is sent when a new QoS flow is established within a PDU session and contains:
-	If the Target of Event Reporting is a PDU session, both the allocated QFI and either one of the following (Application Identifier or IP Packet Filter Set or Ethernet Packet Filter Set). The DNN, S-NSSAI corresponding to the PDU session are also sent.
-	If the Target of Event Reporting is a SUPI, both the allocated QFI and either one of the following (Application Identifier or IP Packet Filter Set or Ethernet Packet Filter Set) for each PDU session ID established for this SUPI. The DNN, S-NSSAI corresponding to each PDU session are also sent.
-	If the Target of Event Reporting is an Internal-Group-Id or any UE, multiple instances of the tuple (allocated QFI and either one of the following (Application Identifier or IP Packet Filter Set or Ethernet Packet Filter Set). PDU session ID, SUPI). The DNN, S-NSSAI corresponding to each PDU session are also sent.
When the consumer NF is the NWDAF, the event QFI allocation is used to collect data for Observed Service Experience analytics and UE communication analytics as specified in TS 23.288 [50].
Event Filters are used to specify the conditions to match for notifying the events (i.e. "List of Parameter values to match"). If there are no conditions to match for a specific Event ID, then the Event Filter is not provided. The following table provides as an example how the conditions to match for event reporting can be specified for various Event IDs for SMF exposure.
Table 5.2.8.3.1-1: Example of Event Filters for SMF exposure events
	Event ID for SMF exposure
	Event Filter (List of Parameter Values to Match)

	DNAI Change
	None

	PDU Session Release
	None

	PDU Session Establishment
	

	QoS Monitoring for URLLC
	None

	QFI allocation
	None



The target of SMF event reporting may correspond to a PDU Session ID, an UE ID (SUPI) an Internal Group Identifier or an indication that any UE is targeted (e.g., on a specific DNN).
When acknowledgment is expected the SMF also provides Notification Correlation Information to the consumer NF in the event notification.
The consumer NF may provide the following event-specific information when acknowledging an event notification:
-	For UP path change event:
-	N6 traffic routing information related to the target DNAI.
NOTE 2:	Acknowledgement to a UP path change event notification is further described in TS 23.501 [2] clause 5.6.7.
* * * End of changes * * * 
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