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The clause 6.7.4 defines how a service consumer learns from the NWDAF the expected UE behaviour parameters as defined in clause 4.15.6.3, TS 23.502 [3] for a group of UEs or a specific UE.
The service consumer may be an NF (e.g. AMF, UDM, AF), or the OAM.
The consumer of these analytics shall indicate in the request:
-	Analytics ID set to "UE Mobility" or "UE Communication".
-	The Target of Analytics Reporting can be a UE or an Internal Group Identifier. 
NOTE:	In the case of untrusted AF the Target of Analytics Reporting can be a GPSI or an External Group Identifier that is mapped in the 5GC to a SUPI or an Internal Group Identifier
-	An Analytics target period, which indicates the time period over which the statistics or predictions are requested.
-	In a subscription, the Notification Correlation Id and the Notification Target Address are included.
The NWDAF shall notify the result of the analytics to the consumer as indicated in clause 6.7.4.3.
[bookmark: _Toc19106328][bookmark: _Toc27823141][bookmark: _Toc36126612]
* * * * Next change * * * 

6.7.4.4.1	NWDAF-assisted expected UE behavioural analytics


Figure 6.7.4.4.1-1: NWDAF assisted expected UE behavioural analytics procedure
1.	5GC NF (e.g., AMF, SMF, AF and UDM) to NWDAF: Nnwdaf_AnalyticsInfo_Request (Analytics ID, Target of Analytics Reporting=SUPI) or Nnwdaf_AnalyticsSubscription_Subscribe (Analytics ID, Target of Analytics Reporting =SUPI).
	The Analytics ID is set to "UE Mobility" or to "UE Communication"," and the consumer request analytics.
2.	If Analytics ID is set to "UE Mobility", the NWDAF collects data from OAM, AMF and/or AF as specified in clause 6.7.2.4 step 2, unless the information is already available.
	If Analytics ID is set to "UE Communication", the NWDAF collects data from AMF, SMF and/or AF as specified in clause 6.7.3.4 step 2, unless the information is already available.
3.	The NWDAF derives requested analytics.
4.	NWDAF to 5GC NF: Nnwdaf_AnalyticsInfo_Request response or Nnwdaf_AnalyticsSubscription_Notify.
	The NWDAF provides requested Expected UE behaviour to the NF, using either Nnwdaf_AnalyticsInfo_Response or Nnwdaf_AnalyticsSubscription_Notify, depending on the service used in step 1.
5-6.	If the NF subscribed to at step 1, when the NWDAF generates new analytics, it provides the new generated analytics to the NF.

* * * * Next change * * * 

7.1	General
The following table illustrates the NWDAF Services.
Table 7.1-1: NF services provided by NWDAF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnwdaf_AnalyticsSubscription
	Subscribe
	Subscribe / Notify
	PCF, NSSF, AMF, SMF, NEF, AF, OAM

	
	Unsubscribe
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM

	
	Notify
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM

	Nnwdaf_AnalyticsInfo
	Request
	Request / Response
	PCF, NSSF, AMF, SMF, NEF, AF, OAM

	NOTE: How OAM consumes Nnwdaf services and which Analytics information is relevant is defined in TS 28.550 [7] Annex H. and out of the scope of this TS.



The following table shows the analytics information provided by NWDAF service:
Table 7.1-2: Analytics information provided by NWDAF
	Analytics Information
	Request Description
	Response Description

	Slice Load level information
	Analytics ID: load level information
	Load level of a Network Slice Instance reported either as notification of crossing of a given threshold or as periodic notification (if no threshold is provided).

	Observed Service experience information
	Analytics ID: Service Experience
	Observed Service experience statistics or predictions may be provided for a Network Slice instance or an Application. They may be derived from an individual UE, a group of UEs or any UE. For slice service experience, they may be derived from an Application, a set of Applications or all Applications on the Network Slice instance.

	NF Load information
	Analytics ID: NF load information
	Load statistics or predictions information for specific NF(s).

	Network Performance information
	Analytics ID: Network Performance
	Statistics or predictions on the load in an Area of Interest; in addition, statistics or predictions on the number of UEs that are located in that Area of Interest.

	UE mobility information
	Analytics ID: UE Mobility
	Statistics or predictions on UE mobility.

	UE Communication information
	Analytics ID: UE Communication
	Statistics or predictions on UE communication.

	Expected UE behavioural parameters
	Analytics ID: UE Mobility and/or UE Communication
	Analytics on UE Mobility and/or UE Communication.

	UE Abnormal behaviour information
	Analytics ID: Abnormal behaviour
	List of observed or expected exceptions, with Exception ID, Exception Level and other information, depending on the observed or expected exceptions.

	User Data Congestion information
	Analytics ID: User Data Congestion
	Statistics or predictions on the user data congestion for transfer over the user plane, for transfer over the control plane, or for both.

	QoS Sustainability
	Analytics ID: QoS Sustainability
	For statistics, the information on the location and the time for the QoS change and the threshold(s) that were crossed; or, for predictions, the information on the location and the time when a potential QoS change may occur and what threshold(s) may be crossed.
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