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	Reason for change:
	Based on the LS in from RAN3, S2-2002658/R3-201362, The text in clause 5.3.3.2.5 seems causes confusions in RAN3.

In case of NAS non-delivery in RRC inactive state, the reason for non-delivery may be different, e.g. due to paging failure or due to mobility as resume to a new NG-RAN node. The way that CN sending NAS-PDU to NG-RAN node is also different, i.e. via DL NAS transport, NAS-PDU as part of N2 message, or NAS-PDU as part of SMF related IE in a N2 message

For MT-SMS, N2 DL NAS transport is used. NG-RAN shall provide NAS non delivery notification first in case of delivery failure, before the NG-RAN initiated the UE context release procedure.

	
	

	Summary of change:
	Update 4.13.3.7 to clarify NAS non delievery notification.

	
	

	Consequences if not approved:
	Current text makes RAN3 unclearly how to apply different procedures
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MT SMS in CM-CONNECTED procedure is specified by reusing the MT SMS in CM-IDLE state with the following modification:
-	There is no need for the AMF to perform Paging of the UE and can immediate continue with a message to SMSF via N20 to allow the SMSF to start forward the MT SMS.
-	If the delivery of the NAS PDU containing the SMS fails e.g. if the UE is in RRC Inactive and NG-RAN paging was not successful, the NG-RAN provides NAS non-delivery notification to the AMF, then initiates the UE context release in the AN procedure and provide notification of non-delivery to the AMF. The AMF provides an indication of non-delivery to the SMSF.
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